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इस भाग में भिन्न पृष्ठ संख्या दी जाती है जिससे कि यह अलग संकलन के रूप में 

रखा जा सके 
Separate Paging is given to this part in order that it may be filed as a 

separate compilation 


अनूगूपी 


जल - भूतल परिगहन मंत्रालय 

( पत्तन पक्ष ) 


मुग्गाव पत्तन न्यास ( खतरनाक जोखिम भरे माल से भरे फेट 

फटेयनगे की हलाई ) विनियम, 1988 


अधिसूचना 


नई दिल्ली, 27 जून , 1989 


प्रमख पत्नन न्याम अधिनियम , 1963 की धारा 124 ( 2 ) के साथ 
पटित धारा 12.3 द्वारा प्रदत्त शक्तियो का प्रयोग करते हुए मरगीय पतन 
न्याग निम्नलिखित विनियम बनाती है । 


मा का नि 618 ( अ ) -.-महापान नाम अधिनियम , 1963 ( 1963 
का 39 वां ) की धारा 132 की उपधारा ( 1 ) के माथ पटिन धाग 124 की 
उपधारा ( 1 ) द्वारा प्रदस शक्तियों का प्रयोग करते हुए, केन्द्रीय सरकार 
एनवाग मुरगाव पत्नन के न्याभियो के महान द्वारा उपत अधिनियम की 
धाग 123 तार प्रदन माफिनयो का प्रयोग करते हुए , बनाए गए सथा 
गोवा सरकार के राजपत्र दिनाव 23 दिसम्बर , 1988 नथा 30 दिसम्बर , 
1988 में प्रकाशित किए गा तथा इम अधिसूचना को मनग्न अनमूची मे 
यथानिर्दिष्ट मुग्गाव पत्तन न्याम ( वनग्नाक / जोखिम याने कार्गों वाले 
फाइट कन्टेनरो के मचालन ) यिनियम , 1988 का अनुमोदन करती है । 


1 मक्षिप्त नाम और लागू । । - -, . ) न । नमो को मरगांव 
पत्तन न्याम ( खतरनाक जोखिम भरे माल से भरे फेट कंटेयनगे 
की नाई ) यिनियम , 1988 कहा जाएगा । 


( ख ) ये विनियम केन्द्रीय मरकार के अनुमोदन गरफारी गगपन्न में 
प्रकाशित तारीख से लागू होरो । 


2 परिभाषाए — इन विनियमो मे जब कि कि अन्यथा अपेक्षित न हो , 


[ पाहन म पी पार - 16012/ 3/ 89- पी जी ] 

गाद्र नारायण, सयुक्त सचिय 


( 1 ) प्रभग्य पन्तन पार्श परिवहन मत्रालय द्वारा अधिमुचित प्रमुख 
पना है । 
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( 2 ) खरनाक माल के लिए "फैट कटेयनर को हमके आगे “काटगार " 

( 18 ) "ट्रान्सपोर्ट ट्राक्टर पर" का भयं गउक द्वारा माल ले जाने 
कहा जाएगा जिसका अर्थ है एक प्रथया इससे अधिक परिवहन प्रणाली 

के लिए ट्रान्सपोर्ट ट्रैक्टर के साथ ट्रेयलर को जोड़कर स्थायी 
जिसके द्वारा खतरनाक माल को भेजने के लिए खामकर दिजाइन किया और 

अथवा अस्थायी रूप में बनाया गया ट्रान्सपोर्ट द्राक्टर ट्रेयलर 
बनाया गया परिवहन उपकरण की वस्तु । 

है । 
टिप्पणी : - खारना / जोखिम भरे माल ले जाने के लिए उपयोग में लग 

3 मारनाम/ जीलिममा माल - -छम निनियम ने प्रयोजन के लिए 
जाने याले फट पनर इमना मजयत होना सा कि 

खतनाला शानि । भरे गाल में पागलसमुद्री मंगटन , नदन मागअट्रीय 
उपयोग के लिए काम में लगायी गई परिस्थितियां का सामना 

ममुद्री सतरनाक माल गंहिता द्वारा वर्गीकृत सभी वस्तुएं गमे शामिल 
करने में सक्षम हो और इनका उचित और नियमित रूप में 

अनुरक्षण किया जाना होगा । 
( 3 ) “यद कंटेयनर " का अर्थ ऐसा कटेयनर जिसमे बगल 

___ 4 नाम जोखिम नरे माल का वर्गीकरण . --इस विपिम के 
या 

प्रयोजन के लिए खतरना / शानि । माल को निम्नलिखित गयो में 
भिरेवाले दीवार के कया एक प्रयवा इमारो अधिया दग्या में 

बाट दिया गया है । इस in । । या थाय, म . जो , महिना 
मान लादा जा सके । 

घर्गीकरण है । 
( 4 ) " अोपन टोर कंटेयनर " का अर्थ ऐमा कटेयनर मिमे तन, 
बगल प्रौर मिरा , टब हो और कोई छाजन न हो । 

श्रेणी 1 विष्फोटक 
( 5 ) "टेक कंटेयनर " का अर्थ अावश्यक परिस्थितियों के अनगार भरल 

श्रेणी 2 7 ; मोशित; मात्र के अधीन तलामा पुलनेवाले 
पदार्थ और रोस को बल्क में ले जाने और वितरण करने के लिए श्रेणी 3 ज्यग्नगणील नरल पदार्ष 
खासकर बनाया गया फटेयनर । 

श्रेणी 1. 1 ज्वलनशील घन पदार्थ 
( G ) " लाटफार्म कंटेयनर " का अर्थ एक प्रकार का नाटफ़ार्म जिगकी 

श्रेणी 4. 2 लगातार दहनशील पदार्थ 
बाहरी कुल लम्बाई और चौड़ाई सीरीज / कटेयनों के तन को 
लम्बाई और चौड़ाई के बराबर हो और इन कंटेयनों में ऊपर 

श्रेणी 4. 3 पानी के सम्पर्क से जलनशील रोग छोड़ने वाले पदार्थ 
और तल के मिरे पर लगाये फ़िटिग्ज से सज्जित हो , ताकि कुछ श्रेणी 5 . 1 प्राक्सीकर पवार्थ 
एमी प्रकार के सुरक्षित और माल उठाने के उपकरणो का 

श्रेणी 5 . 2 कार्बनिक परप्रॉक्मा इष्ट 
उपयोग किया जा सके । 

श्रेणी 6 . 1 विषैले (विषैले ) पदार्थ 
( 7 ) "कंटेयनर स्पेग का अर्थ एक टी , ई . यू . के बराबर एक कंटेयनर 
मारा घी गई जगह एक टी . ई . यू . का माप 6 . 1 मी . x 

श्रेणी 6 . 2 संत्रामक पदार्थ 
2 . 4 मी . x 2 . 4 मी . है । इस दूरी को एक न्यट्रल कंटेयनर श्रेणी 7 रेडियोऐक्टिव गवार्थ 
प्रथना कंटेयनगें द्वारा घेरा जा सकता है । 

श्रेणी 8 मक्षारक 
( 8 ) "कटेयनर पाकिंग यार्ड " का अर्थ यह या है जहां कंटेयनरी का 

श्रेणी १ विविध खतरनाक पदार्थ अर्थात् कोई भी दूसरे पवार्थ, 
भण्डारण किया जाता है । 

अनुभव ने भिमे खतरनाक स्वभाव का दर्शाया है या 
( 9 ) " कंटेयनर तालाई उपकरण " का अर्थ कंटेयनगें की मुरक्षित ढमाई 

दर्शानेवाला है और जिसे कि खतरनाक मान मान लिया 
के लिए उपयोग में लाये जाने वाले उपकरण जैसे कि ट्रान्सफ़र 

जाए । 
केन्म टॉपलिफ्ट दृक्य, फ़ोर्क लिफ्ट ट्रक्म अथवा कंटेयनगे को 
उठाने के लिए विशेष प्रकार के साधनों रो सज्जित कोई अन्य 

5. पनन में खानाक / शोखिम भरे माल को ढोनेवाले जहानों की सामान्य 
उपकरण । 

म्वीकार्यता - - ( 1 ) परतन में पाने वाले सभी खतरनाक / जोखिमभरे माल 

का वर्गीकरण , पैक करना, लेबल लगाना हुअा और/ अथवा चिह्म लगाना आदि 
( 10 ) "कंटेयनर जहाज " का अर्थ एफ ऐमा जहाज जिसके निचले 

प्राय . एम . मो . कोर के अनुमार छोना और सपनगार शिप/ शिपर 
अथवा ऊपरी टेक पर कंटेयनरों को लाया जाना है और ब्रेक 

माग घोषित किया जाना होगा । इसी प्रकार कंटेयनर में भी विवरण 
बल्क माल यो ढोने के कंटेयनर जहाज भी इगमें शामिल है । 

वेना होगा और इममें रख्ने गये माल को सूचित करते हुए आपरेटिग कंपनी 
( 11 ) " खतरनाक माल शेख " का अर्थ ऐसा गेड जिसे खासकर ग्यतरनाक द्वारा जारी पंकिग प्रमाणपत्र भी देना होगा । 
पोखिम भरे माल को रखने के लिए बनाया गगा हो । 

( 2 ) कंटेयनरो की मजायट (स्टोवेज ) : - - खतरनाक जोखिम भरे 
( 12 ) “ प्राय , एम . ओ . ( माय . एम . सी . प्रो . ) " मा अर्थ अंतर्राष्ट्रीय माल से भरे कंटेयनरों को डोनेवाले जहाज को तब तक पसन में प्रवेश करने 
समुद्री संगठन है । 

नहीं दिया जाएगा जय नक कि पाय . एम . ओ . कोर की धाग -12 के मन 
( 13 ) "माय एम . प्रो . कोड " का अर्थ अंतर्राष्ट्रीय समुद्री खतरनाक 

मार इन कंटेयनरों को जहाज पर सजाया नही जाता है और पूरे नियरण 
माल के बारे में अंतर्राष्ट्रीय समुद्री संगटन द्वारा प्रकाशित प्रापरण 

नही निम्ने जाते है । 
संहिता है । 

G. खतरनाफ /जोखिमभरे माल से भरे कुछ श्रेणियों और मात्रामों 
( 11 ) " लाधना और उतारना " का अर्थ जहाण पर फटेयनर को रखना 

को होले जाने वाले जहाज के प्रवेण पर प्रतिबन्ध : -- ( 1 ) सम्बन्धित 
और यहां से उसे हटाना है । 

पत्तन प्राधिकार वा निश्चित लंगरगाहों और अधिसूधिन स्थानों में ही 

विस्फ़ोटफ को होनेवाले जहाजों को सकने की अनुमति दी जायेगी और 
( 15 ) " पैकेजेस " का अर्थ खतरनाक माल रखने के लिए प्राधान और 

लाग पत्तन के विनियमों के अनुमार पत्तन क्षेत्र के भीतर अनुमानित माना 
खतरनाक जोखिमभरे माल से भरे प्राधान । 

में माल की ढलाई के लिए अनुमति दी जाएगी । 
( 16 ) " पैकिंग और अनर्गकिंग " का अर्थ खतरनाक जोखिमभरे मान के 

( 2 ) वास के अधीन संपीटिन, प्रवीकृत अथवा विघटित रासों से भरे 
पैकेजों को कंटेयनर में रखना और उममें से हटामा है । 

मिलिहरें को पत्नन के भीतर लाने नहीं दिया जाएगा, बशर्ने कि विस्फोटक 
( 17 ) " स्टफिंग और डीस्टफ़िग " का अर्थ वटेयग्नर को माल से भग्ना नियंत्रक द्वारा इम प्रकार के मिलिहरों के प्रायाम /निर्यात के लिए अनुमति दी 
और कंटेयनर से माल निकालना । 

गई हो । 


- 


- 


- 


- 
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- 
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जोखिमभरे माल को पत्तन में लाने से पहले ही इसकी अनुपनि उप पत्तन 
संरक्षक और याताया । प्रबन्धक से लेनी होगी । 


3. परिवहन : - भारतीय पत्तनो में तरनाक गोखिमभरे माल को लादने 
अथवा उना के बारे में लाग निषेध और प्रतिवन्ध परि बहन में माल पर 
भी लाग होगा । 


[ भाग II--- खंड (i) ] 
- - - - 

- - -- - - --- - - - - 
( 1 ) खारना 7 भात में गरे को पनरो के निम्ना नखित श्रेगी और 
प्रकार के गाल को जहाज पर उतनी हो मात्रा नक मोमिन लिया जाएगा 
जितनी कि मंधित पान प्राधिकार द्वारा अधिसूचित किया गया हो और 
सभी श्रेणी का फुल माल 50 टन गपाल माग्न मे अधिक नही होगा । 
श्रेणी रल ज्वलनशील अथवा पिपल गग 
श्रेणी 31 ज्व नागीन नग्ल उसाहपकार्बनडाहाहर 
श्रेणी 12 लर दहशील तल पदार्थ उदा . प्रल्यमीनियम 

पाकिम 
श्रेणी 6 टेदाभियानतेड ( ईधन संयोजना ) 
श्रेणी 6. 1 विने (विषैले ) पदार्थ 
श्रेणी 62 संभागक पदार्थ 
श्रेणी रक्षारक 
श्रेणी 9 विधि खारक पदार्थ । 


____ 8. घथिगं : - काई भी महाग, जिग पर कि खारा। ओछिमभरे माल 
को लादा गया है, को धाट पर सभी लगाया जाएगा जब निर्धारित घाट पर 
जहाज को लगाने की अनि पत्तन प्राधिकार द्वारा दी जाती है । 


9 परल प्राधि मान को खतरनाक जोखिमभरे माल मे भरे कटेयनगें 
को नीष दिये किमी एक स्थान पर रखना होगा :- - ( क ) बरसाका जोखिम भरे 
माल को रखने के लिए बनाये गये और पाग घुझाने की सुविधा प्रदान की गई 
विशेष स्थान गेही पटवारी को रखा जाए । 


हम प्रकार के सभी मामलों में है । कोरोकोहनाई दिन की रोशनी 
में ही होगी और शर्त रह होगी कि परेषिती इगे पतन के पारगर में 
दिनीनरी ले जायगा तथा ग माT फो पस्तन के पति के भीतर किसी 
लाज मगर ना जाएगा । 


( ख ) प्रार . एम . डी . जी . कोष्ठ के अनुसार, उचित म्ग अलग फर 
पाकिंग माई में ही कंटेपनरों को रखा जा ( परिशिष्ट " क " मे वियोगक 
टेनल दिया गती है । परिगिट " ख " में टावरमाऊंटेड ट्रान्सफरः केन के 
नाथ कंटेनर पाकिंग याई मे आप . म . डी . जी . अथवा प्राय . एम . सी . 
प्रो . के अनुमार वियोजन फरगे की [ बनाई गई है ) । 


उप पन्तन संरक्षक प्रायवा यातना पाक प्रथा पसन को गुरक्षा के 
लिए जिम्मेदार अधिकारी प्राथवा पतन पे बनाक / जोग्गिम भरे माल की 
हनाई के यिनियमन के लिए इसके द्वा । यिणेपकर नामित अधिकारी ही 
कटयागं में सनाकाजोखिमभरे भा । को हारने पाया लादने की 
अनुमति देने के लिए एकमात्र प्राधिकारी होगा । 


मान को वर्गीकरण प्रो टर्मिनल में माल की कुलाई के प्रकार को बारे 
में पत्तन प्राधिकारी उचित वियोजक योगाना बनायेगा । 


___ 7 अग्रिम धिमूचना :- - 1. गाम - - जाग, जिन पर बरनाक 
जोखिगरे माग से भरे कटेयनर र । है और जिन्हें प -17 में उतारन 
है , वः प्रागमन से 48 घ ट पहले ही म . र अयत्रा जहा मालिक अथया 
एजेन्ट इसकी गुना।। परनन के प्राधिकारी को देगे । 

स्टीमर एजेन्ट प्रथा परेषक परे पिनी नाका जोखिम भरे माल को 
उन अथ ।। पादने के प्राशय की सूचना तीन प्रनियों में प्रापन पत्र उस 
पसन सरक्षनः प्रथय। यातायात प्रबन्धक को बेगे । इम पावेदन पत्र में पदाथों 
की पूरी सूची , इनफे रसायनिक नाम अोर प्राय . एम . ओ कोड नंबर भी 
लिना होगा । 


10. वाटेगरी में गाल भरना और माल निकालना :- - पत्तन प्राधिकार 
नरनाक जोखिगभरे माल की ढुलाई के लिए उचित कटेयनर डिपो कटयनर 
फेट स्टेशन निरित कर । गर्यका पैश ) में बताये अनुमार. पटेयनों 
का भण्डारण किया जाए । उप पतन संरक्षा और यातायात प्रबन्धक से 
निकान प्राप्त करने के बाद ही कठेयारों में मान निकालने और कठे यनों 
में माल गरने का काम शुरू किया जाएगा इसके लिए फ्रेट कठे यनर मे 
खतरनाक/ जोखिमभरे मान को पैक करने के लिए प्रार . एम . मो . मार्ग 
दर्शन का मनी से पालन किया जाएगा और प्राय . एम . डी . बी . कोड 
( परिशिष्ट " ग " ) के खण्ड 12 और 13 का भी पालन किया जाएगा । 

यदि स्टे गाया के मामपान के क्षेत्र में माल भले मोर माल निकालने 
का काम किया जा रहा हा, तो इसके चारो तरफ 30 मीटर की दूरी 
खना होगा । 


इस प्रकार के प्रावेदन की एक - एक प्रति के माथ प्रयके मनु नग्नकों को उप 
पत्तन मंसफ , कंटेयनर, टर्मिनल प्रभाव और याबार प्रबन्धक को देनी 
होगी । इस सूची में पूरे विभाग होगे जिनमें उनके पूरेगतकनीकी नाम , 
मात्रा, पलिग की पात, यदि मालम हो तो पाप . एम . भी . लो . वर्गीकरण 
तथा अन्य भगत ग्यारे भी शामिल होगे । संयम और पत्राचार के अनुपालन 
के लिाः प्रम सूची में शामिल मवो की मन्द्रा क्रमानुसार हो । पदोनिगम 
अधिनियम में की गई व्याख्या के अनुसार पेट्रोलियम मलित ज्वलनशील तरल 
के अनुनापन को जारी करने के लिए मानेपन में निम्नलिखित जानकारी 
होना चाहिए । 


इस प्रकार के तरन गायों के नमक और क्या ये तरल पदार्थ 
पानी के साथ मिश्रित होने है या नहीं । 


10 ( 2 ) माल भरने से पहले - - ( 1 ) ii कवनों में माल भरा 
जा रहा हो, उनकी क्षति का पता लगाने के गिर जांच का जाए और 
यदि ति का पता लगा है , नो उम कंटेनर में माल नहीं भरा जाएगा । 
फटेयनर माफ , सुख। और योग के लिए योग्य रखना होगा । माल भरने 
से पहले फटेगनर में प्रसगत खरनाक माल के लेयलों को हटाया जाए 
अथवा उन लेबलों को प्रच्छावित किया जाए । 

( 2 ) टोये जाने वाले खतरनाक माल के खतरे के गुणधर्म के बारे में 
मूचना शिपर उपलब्ध करायेगा । शिपर यह भी मुनिश्चित करेगा कि खतर 
नाक माल को भरने , निशान लगाने तथा लेबन लगाने का काम प्राय . 
एग , डी . जी . फोड के अनुगा है । 

( 3 ) खतरनाक मान को मुलाई, कंटेसनर माल भरने, उसे सुरक्षित 
उतारने ना कान सीधे और ऐसे जिम्मेदार पति को देख-रेख में करना होगा 
जिसे परेषक अयथा पपक्षी ने भेज दिया हो और जो इससे होने वाले 
जाखिमों में और गाइने जाना छ। कि आT कान में क्या - क्या उपाय 
किये जा सकते है । यह यह भी सुनिश्चित करेगा कि सुरक्षा के कोई उपकरण 
उपलब्ध है । 

( 4 ) अब काम चल रहा हो , तो धूम्रपान का नियेध किया जाए । 
( 5 ) उधिन प्राग बुझाने के उपाय किये जाएं । 


इन दावेजो के अनाना , जहान की मालमूवी को प्रति भी उप पत्ता 
रांरक्षक और यातायात प्रवन्धक तथा कंटयनर, मिनल प्रबंधक को भेज दी 
जाएगा, ताकि प्रत्येक जहाग द्वारा बोये जानेवाल खतरनाक जोखिमभरे गाल 
से भरे कोयनरों के परिवहन के बारे में जानकारी इछा कर म । 


दिया हो । देव-रेखील सुरक्षित 


2. निर्यात : ---कटवारों में खमग्नान गोखिम भरे मान को नियति के 
प्राशय की सूचना की पत्तन के अधिकारियों को मान घाटों पर पहुंचाने 
के 48 घंटों में पहले देना होगा और कटे कारों में रखे जाने वाले खतरनाक 
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( 6 ) पंको की जांच की जाए और यदि क्षति , रिमन अथवा छन । के लिए जिस माल पर " णीत से बचा कर रख लिखा हो उसे केटयार 
हो , नो इन पंजो ना कंटेयनर में नहीं रखा जाएगा । पैकेजों पर अभिरंजक के दीवारों में दूर रग्ना जाए । 
मादि हो , तो इसे कंटेयनर में नहीं रखा जाएगा , बल्कि पहले इमका निर्णय 
लिया जाएगा कि यह सुरक्षित है और इसे स्वीकार किया जा सकता है । 

भिम मान पर "इम प्रकार ऊपर " लिखा हो , तब येमही पंक 

किया जाए । उग कटेयनर में गनग्नाकः गाल का परेपण मान्न एक 
___ पैकेजों पर पानी अथवा अन्य पदार्थ लगा हो , तो इमे गाफ कर बाद भाग हो , तो इग माल को फटयनर में इस तरह रखा जाए कि 
में कंटेयनर में भरना होगा । 

नाटयनर के दरवाजे मे इस माल को निकाला जा सके । 


( 7 ) यदि माल को रेग पट्टिका से प्रयवा दूसरी तरह से यूनिटो में 
पैक किया गया हो , तो ये टोन हो इसे इम तरह रखा जाए कि इससे 
यूनिट भार मे भरे वैथितक पैकेजों को नुकसान नहीं पहुंचाता हो । युनिट 
भार को मिलाकर वाधने के लिए आयोग लायी जानेवाली मामग्री यूनिटों 
में पैक किये गये पदायों के माय अनुकूान होना होगा और नमी , तीय 
तापमान और धूप के साथ संपर्क में आने पर अपनी क्षमता को मनाए 
रखना होगा । 


___ 11 माकिंग और लिग : ( 1 ) प्रेषण करने में पहले कटेयनगे को 
सीलबन्द करना होगः । तथापि, जब तक कि विशेष जापरत न हो 
और फटेयनर प्रापरेटर गहमन न हो, कटेयनर को नाला नही लगाया 
जाएगा । म प्रकार के मामलो में एक चाबी गभी समय उपलब्ध होगा । 


( 2 ) गिन कट गनग में खतरनाक मान रखा गया है उस पर 
कम से कम 250 एम x 250 एम . आकार का प्राय एम . सी प्रो 
खतरनाक माल कोड श्रेणी लेबल ( नेकाई ) लगा हाना होगा । 
आई . एम . डी . जी . कोर के अनुसार जहा छम प्रकार के लेबल की 
प्रावश्यकता नही है यहां कम से कम इस प्रकार के चार लेबलो को 
( प्लेकाई ) बाहर सप्रकट स्थानों पर प्रथात प्रत्यनः और एकभाक 
और प्रतीक छार पर एक - एक लगाया जाए । कटेयनर के दोनो 
ओर लेबल इग प्रकार लगाया गाए कि कटयभर के दरवायो को 
खोलने पर लेबल छिग न जाए । 


( 3 ) कटेयनर के बाहर इसमे ये गये प्रत्येक पदार्थ का तकनीकी 
नामक ठीक-ठोक लिखा हाना होगा । 


( 4) रेल अथवा मनना परिवठन की जभरतो के अनुसार अतिरिक्त 
लेबलों का प्रावधान किया जाए । 


12 कटेयनर में माल भरने का प्रमाणपत्र - -- कटेयनर मे खतरनाक 
मान भरने के लिए जिम्मेदार लोगो को कटयनर माल भरने का 
प्रमाणपत्र " प्रस्तुत करते हुए प्रमाणित करना होगा कि यह काम 
ठीमा-ठाक किया गया है और निम्नलिम्निन प्रावधानों को गम्मिलित 
किया गया है : 


( 1 ) कटेयनर माफ, सखा या तथा स्पाटनया माल भरने के लिए 

योग्य था । 


( 8 ) जहाँ कटयारों की रखा गया है अथवा कंटेयनों में माल भरने 
पौर माल निकालने का काम चल रहा हो उस स्थान पर किसी उपमारण 
प्रथया मशीनरी में बिजली की आपूर्ति का उपयोग किया जाता है, तो 
मशीनरी मे बिजली आपूर्ति प्रणाली इस प्रकार हो कि जिस से कोई चिगारी 
न निकले जो कि किसी जोखिम को उत्पन्न करता हो । 

( 9 ) नापमान नियन्त्रण के तहत खतरनाक माल को ले जाने वाले 
कटेयनर का निरीक्षण किया जाए, तथा जहाज पर लादने से पहले यह 
सुनिश्चित करने के लिए कि मशीनरी ठीक काम कर रही है, चलाकर देख 
लिया जाए । 
____ 10( 3 ) माल भरना और सुरक्षित रखना : - मम्हलाई के समय 
विशेष ध्यान दिया जाए कि पैकेज अथवा प्राधानों को नुकसान नहीं 
पहुंचता है । 

( 1 ) यदि सम्हलाई के दौरान खतरनाक माल भरे पैकेज को 
नुकमान पहुचता है और इसमें से माल बाहर निकल पाता है, तो 
. इसके पाम थाले अगढ़ को तय सक खाली किया जाए जब तक कि 
नकसान को सभावना का निर्धारण नहीं किया जाता है । नकमान 
पहुंचे हुए पैरे शो का परिवहन नहीं किया जाना होगा । 

( 2 ) पसन परिपर में फिर से पैकिंग नही किया जाएगा । यदि 
खतरनाक के रिमन से कोई विस्फोट, निरंतर दहन , विर्षला प्रथया 
इसी प्रकार का कोई खतरा हो , तो कार्मिक को सुरक्षित जगह पर 
ले जाया जाए और पापात उत्तरकारी संगठन ( उदाहरण के लिए 
अग्नि शमन मेवा ) को इसकी सूचना दे देना होगा । 

( 3 ) अगगन पदायों के साथ खतरानक मान को एक ही फटेयनर 
में नही भरा जाएगा । इस विषय में मामान्य और विशेष मार्गदर्शन 
प्रायः एमरी०जी० बोर में मिलेगा । 

टिप्पणी . यह भी समय है कि एक ही श्रेणी के माल को एक 
ही कटेयनर में न रखा जाए, क्योंकि ये दोनों एक दूसरे के अनुकूल 
नही है । उदाहरण के लिए पैरायपाइम और परमांगनाइम दोनों 
माक्सीकरण कर्मक है । ( श्रेणी 5 . 1 ) तथापि, दुर्घटना के कारण ये 
दोनों एक दूसर खतरनाक मप मे प्रतिक्रिया कर सकते है । 

( 4 ) खतरनाक माल, को दूषित रांध प्रथया संदूषण वारा दूसरे 
पदार्थों को नुकसान पहुचाने है, उन्हें एक ही कटेयनर में न रखा जाए, 
क्योकि इससे माल को इस तरह का नुकसान पहुंच सकता है । 

( 5) अब खतरनाक माल , विशेषकर श्रेणी 6. 1 (विष ) और 
श्रेणी - 8 (संभारक ) का माल, की सम्हलाई की जा रही हो , तब किसी 
भी प्रकार के खाद्य अथवा पेय पदार्थ को लेने से मना किया जाए । 

( 6 ) वैयक्तिक पैकेजों पर लिने गये प्रयया उपलब्ध दूसरे प्रकार 
के विशेष पैकिग अनुदेशों का सख्ती से पालन किया जाए । उदाहरण 


( 2 ) किगी भी प्रसगत माल को कटेयनर में नही भाग गया है । 
( 3) सभी पैकेजो का बाहर से निरीक्षण किया गया कि कही क्षति 

तो नही पहुंची है और केवल मुखे तथा ठीक पंकजो को ही 

पंक किया गया है । 
( 4 ) मभी पैकेजो को कटेयनर में ठीक और मक्षित रखा गया 

है और उचित मुरक्षित मामग्री का उपयोग किया गया है । 
( 5 ) कटेयनर और पैकेजो का उचित माकिंग तथा लेलिग किया 

गया है । 
( 6 ) इग जहाज में माल लादने के लिए विशेषार स्वीकृति 

प्राप्त किये गये खतरनाक माल को कटेयनर में रखा गया है । 


( 7 ) खतरनाक माल के गरेषक को हर एक मामले में सरनाक 

माल घोषणा जारी करना होगा कि माल के जोखिम का 
क्या प्रकार है तथा समूत्र के राने ले जाने के लिए 
मान को उचित रूप में पैक किया गया है । 


( 8 ) कटेयनर के माथ कंटेयनर में माल भरने का प्रमाणपत्न 

भेजना होगा, जो कि जहाज पर कंटेयनर को लादने के समय 

उपलब्ध होगा । 
( १ ) माल भरने के लिए उप पत्तन सरक्षक की अनुमति ली गई है । 
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___ 13. माल भग्ने/माल निकालने के लिए खतरनाक / जोखिम भरे । 
माल गे भरे बटेयनर की प्राप्ति पर मामान्य सूचना देना . - -. 
खारनाक माल से भरे कटेयनगे में से माल निकालने ममय हमेशा 
मायधानी बग्तानी होगी तथा हमेणा दिमाग में यह सोचकर यह काम 
किया जाए कि पारगमन में माल को क्षति पहुची होगी । दरवाजे 
खोलने से पहले माल के गुण के सबध में हग मभावना को ध्यान म 
रखा जाए । उदाहरण के लिए , कटयनर में भरे माल के आधार पर 
हो सकता है कि रिमन से असुरक्षित विपना केन्द्रीकरण, ज्वलनशील 
प्रयया विस्फोटक भाप प्रथया आवमीजन से भरा ( प्रथवा खाली ) 
थानावरण पैदा हुआ । हो । यदि प्रमाण मिलता है कि क्षति हुई है 
प्राग प्रकार की स्थिति है, तो कटयनर से माल निकालने गे 
पहले विशषज्ञ की सलाह ली जाए । 


हर हालत में परिवहन शेड में खतरनाक माल को जनरल कार्गों से अलग 
रखा जाए । 

( G ) पायात खतरनाक माल को तत्काल निकालना होगा । 

( 7 ) जब कंटेयनर को जोखिम मे मुक्त घोषित करने बाद सभी खतर 
न क माल के लबलो को हटा दिया जाए । 

( R ) निर्धारित क्षेत्र में खतरनाक माल की कुल मात्रा पांच कंटयन 
भार से अधिक न हो । 


( 1 ) बनग्नावः माल से जाने वाले काटयन , खागकर विर्षेने 
पदार्थ, में से पैकेजो को खोलने से पहले हवादार बनाना होगा । 
अर्थात् दरवाजो को काफी समय तक चला रखना होगा । 


15 अग्निशमन -- ( 1 ) जिग स्थान पर खतरनाक जोखिम भरे माह 
स भरे फटेनों को रखा गया है , उन निर्धारित क्षेत्र में आग मुमाने के 
लिए विशेष प्रावधान किया जाना होगा । इनमे निम्नलिखिम शामिल हो : 

( 2 ) राष्ट्रीय प्रथया स्थानीय विनियमो द्वारा यथावांछित सभी प्राग 
ब्रझाने के उपकरणो का उचित अनुरक्षण हो और ये पूरी तरह से चलाने 
की स्थिति में हो । 

( 3 ) प्रागात स्थितियों से निपटने के लिए स्पष्ट सूचना तथा इस 
प्रकार का नियमित अभ्यास का प्रावधान हो । 

( 4 ) वाटेयनर बेस और स्थानीय अग्निशमन के साथ अच्छा सम्पर्क 
हो । अग्निशमन को बलाने के लिए उपयोग में लाये जाने वाले उपकरण 
प्रादि सभी ममय उपलब्ध हो । 


( 2 ) खतरनाक माल से भरे कट अनर में से पैकेजों को निकालने 
के बाद यह मुनिश्चित करने के लिए विशेष गावधानी बरतनी होगी कि और 
काई जोखिम बना नहीं है । इसके लिएविशेष प्रका को माफ - सफाई करनी होगी,- -- 
विशेषकर यदि विषले पदार्थ छितर गये हा अथवा इस प्रकार की 
कोई प्राणका हो । जब गाट हो । है कि कटयनर में कोई 
जोखिम नही बचा है, नत्र खतरनाक माल के लेबलो को निकालना 
होगा । 


( 3 ) यदि किसी कटेयनर में गर्मी के लक्षण दिखाई दे, तो इसे 
मुरक्षित स्थान पर ले जाकर तुरन्त अग्निशमन को इसकी सूचना 
देनी होगी , यह मावधानी बरतनी होगी कि इस प्रकार के माल को 
लगे भाग को घुमाने की पद्धति इसके लिए उपयुक्त हो । 


( 5 ) अच्छी गह-व्यवस्था और माफ -सफाई -- उदाहरण के लिए 
सुरवा के स थ मिला कर प्रायल पंचेस ज्वलन पैदा करने के लिए बहुत 
अच्छा सधन है , कहा- फरकट का ढेर भी तत्काल ज्वलन पैदा करता है 
निभार के अपार बहुत अधिक आग लगने में सहायता पहुंचाते हैं । 

( 6 ) उपलन पैदा करने के साधनों को कम करने के लिए उचिम उपाय 
किए जाए । जैसे धूम्रपान, असुरक्षित प्रथया बुरी तरह अनुरक्षित बिजली 
के संस्थापन अथवा मरम्मत के उपकरण प्रावि । । 

( 7 ) मशीनरी और उसके मापरेशन का उचित उपाय, विशेषकर 
जहां फिर से इंधन भरा जाता है । 

( 8 ) परिमर के भीतर ही आग बुझाने के उपकरणो तक प्रासान 
पहुच का अनुरक्षण किया जाए तथा बाहर मे प्रापात बाहनों के प्रवेश 
लिए एक रास्ता निर्धाघ रखा जाए । 


( 4 ) ग तथ्य बी और ध्यान प्राफर्षित किया जाता है कि 
कंटेयनर में से माल निकाल कर उसे माफ कर हर प्रकार के माल के 
परिवहन के लिए उपयुक्न बनाकर ही ग्राम तौर पर परेषिती फटेयनर 
यो थापम करता है । यह विणेषकर तब लागू होता है जब विषले , 
म्नतरनाक प्रथया हानिकर माल का परिवहन किया जाला है । 


14 खरनाक जोखिम भरे माल को कंटेयनर से निकालना : 
( 1 ) पतन के भीतर कटेयनर के पहुंचने से पहले प्रापरेटर खतरनाक माल 
के प्रायास की सूचना मंबधित पत्तन प्राधिकारी को देगा । 


18 विशेष उपकरण .--- ( 1 ) पर्याप्न तथा उचित एक्सन उपकरणों 
का प्रावधान हो तथा व्यक्तियों को इनके उपयोग करने के लिए प्रशिक्षित 
किया जाए, ताकि हानिकारक घुएं से प्रभावित कार्मिकों को तत्काल सहायता 
कर सके । 


( 2 ) कंटेयनर को उतारने से पहले प्रयास माल वस्त येजां पर आपरेटर 
अथवा इन वस्नायेजो का यार करने वाला व्यक्ति इन दस्तावेजों पर 
" खतरन क मल" का स्टैम्प लग येगा । 


( 3 ) म्यानरन क माल के कंटेनरो से माल निकालने समय म वघानी 
बनानी होगी और यह हमेशा यान में रखना होगा कि पारगमन में माल 
घ । क्षति पहुंची होगी । दरवाजे खोलने से पहने माल के गुण के संबंध 
में छम मभावना को ध्यान में रखा जाए । यदि प्रमाण मिलता है कि भति 
नई है, कटेयनर में माल निकालने मे पहले विशेषज्ञ की सलाह ली जाए । 


( 2 ) विखण्डिन पदार्थ मे निपटने के लिए सुरक्षिम पहनाया , जिममें 
रबड़ के जने और दस्ते सपा एप्रन के स थ मोमगामा भी शामिल हो 
उपलब्ध होना होगा । 

( 3 ) विखण्डित तरल पदार्थ के फैलने को काम करने के लिए जर 
पदार्थ का प्राधान उपलब्ध होना होगा । 

( 4 ) इन विनिययमों में मंकट उत्पन्न होते ही आपात सेवाओ को 
बलाने पर कोई निषेध होगा । 


( 4 ) माल को कंटेयनर से निकालने और इसकी जांच करने के बाद 
इंगे उसके श्रेणी मे अलग किया जाए तथा महो भण्डारण क्षेत्र में रखा 
जाए । यदि निसान, लेबल अथवा पंफेज करने के बारे में कोई असगित 
हो , तो इसकी सूचना पर्यवेक्षक को वो आए और अपारेटिग एजेन्सी को शोन 
ही इसकी सूचना दी जाए । 


17 रोशनी - - ( 1 ) जहां कही और अब कभी खतरनाक माल की 
सम्हलाई की जा रही हो , वहाँ पर पर्याप्त और ज्वलन निरोधक रोशनी 
को उपलब्ध कराना होगा । 

( 2) यह याद रखना होगा कि कृत्रिम रोशनी में लेबल का रंग बदल 
जाता है । 


( 5 ) विभिन्न श्रेणियों के माल के भण्डारण क्षेत्र को सुस्पष्ट किया 
जाए और जहा सम्भव हो बाहरी स्टोवेज हो , यदि पैकेजिग उपयुक्त हो । 
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विविध ग्यतरनाक पदार्थ 


मारणो मे जो गया दी गई है उसकी ग्यास्था अगले पृष्ठ पर है । 


परिप्राप्ट " बी " 


पिछले पाठ पर दिये गये संख्याओं की छाया इम प्रआर है ---- 

माइ एम डीजी कोर की परिभाषा 


कंटेयनरबेस थियो मन 


- 


- - - - - - - - - - - - - - - -- - - - - - - - - - - - 


- - - 


1. से दूर 


एक दूसरे न छूते हा 


और एक दूसरे के ऊपर गानाकर नहीं भरना जाएगा । 


7 


में अलग 


3 मीटर ( 10 फुर ) की दूरी पर , जब तक कि भाग निगे । दीपार में अलग 
नहीं किया गया हो । 


3 एक पूरे कपार्टमेन्ट से प्रगल किया गया 


आग निर। प्रकः दीवार से 


3 मीटर ( 10 फुट ) की दूरी पर जब तक कि 
अलग नहीं किया गया हो । 


4. अलग करने वाले ए पूरे कपार्टमेन्ट द्वारा लबाई अलग यिाया गया । 


कटेयनरबेस के विभिन्न अनुभागो को सड़क के गरते भयवा दूर प्रगा । फायर 
मरनाक द्वारा अलग किया गया प्रथया पाम से कम . 5 मीटर ( 8 ) ट ) की 
दूरी पर अलग किया गया । 
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भारत का राजपत्र : प्रसाधारण 
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1. नीच दिए गए मार्गदर्शन के अनुसार बाहरी और जीन 


विनों के बीच में से भण्डारण जगह का चयन किया जाए :- - 


1 . 1 समुद्र नियमो द्वारा माल को जहाज के डेक पर ही समाकर खना हो , तो भवन के भीतर उसका भणडारण न किया जाए , बशर्ते कि 

भवन विशेषकर इस प्रयोजन के लिए गज्जित किया गया हो । 


J . : गणिो . 


मायएमसीओ श्रेणी 


विवरण 


अण्डारण 


1 , 1 


मुन्क्षा प्रायुध । 


भीर -- ताला लगाकर 


बहन ही वठोर पदार्थ 


- - ताला लगाकर 


सक्ष! . । से नि. न और श्रेof 1 . 5 


जी का गि विशेष प्रबन्ध नहीं है गण। ण न किया जाए । 


साधीय गभेज 


- - ज्वलनशील 
- -विपले 


बाहर 


--- जड 


बाहर 


दोनों 


- - छोटे सिलैंडर 
( उदा . लायटर ईंधन ) 
ज्वलनशील तरल पदार्थ 


मीतर 


3 


1 


कम एफ , पी . ( 0° एफ ) से फम 


बाहर 


3 . 2 


मध्यम एफ . पी . - 18° सी 
23° भी ( 0° - 73 एफ ) तक 


बाहर 
कम मात्रा भीतर 


3 . 3 


उच्च रफ . पी . : 3 मी -- 6 ! मी 
( 73° - - 1 41° एफ ) 


दोनों 


4 . 1 


ज्वग्ननशील धनीपूत 


सहक दाह्म 


बाहर ( सूखा रखे ) 


4 . 3 


पानी के माथ मिलने से उबलनशील गम छोड़ने वाले 


बाहर (सूखा रखें ) 


5 . । 


पारसीकरण पदार्थ 


बड़ी माता बाहर । काम मात्रा ( 2 टन से कम ) - - दोनों । 


कार्बनिक गफमाइट 


5M 


बाहर ( ठंडा रखा जाना होगा ) 


6 . 1 


विषेले (टाक्मिक ) 


दोनों ( तूमरे जोखिम को देखें और तदनुमार रखें ) 


6 . 2 


संक्रामक 


फेवल विशेष प्रबन्ध द्वारा स्वीकार करें । 


रेडियोधर्मी 


परिवहन श्रेणी और ए . ई . ए . सिफारिश के अनुमार । 


मंक्षारक 


वोनों ( मंक्षारक की मान्ना और बाद के जोखिम पर विचार करें ) 


विविध ( कम जोखिम वाले न मममें ) 


जोखिम और मात्रा के अनुसार । 


[ PART II ---- SEC. 3 ( i) ] 
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THE GAZETTE OF INDIA : EXTRAORDINARY 
- - - - - - - - - - - - - - - - - - - - - - - - _ -- - - - - - - - 

परिशिष्ट " गं " 


- - 


- - 


अन्तर्राष्ट्रीय समुद्री खतरनाक माल कोड की धारा- 12 को प्रति और धाग-13 का मार । 


धाग -12 कंटेयनर यानायान : 
12 . 1 1 

इम पाठ में दिये गये मिफारिणा मी नारों पर लाना हो जिनमें यारनामा माग पंजारे गये । 
12 1 . 2 

पटेयनर यातायात में दवा का लिफ्टिग लाइट के गथ वो बडे अक्गे में पारगमन ई छाट पा से आगे है । कटान 

का निर्माण और आकार जिन यापार में लगाया गया है उनके अनुसार बदल रहा है । नई कटेनर सवः पापना रेन वाहनी 
पर रखे जाने योग्य होते है । 


12. 1 . 3 


नरनाक माल को ले जाने के लिए उपयोग में लाये जाने पनि मटेयना र म । हो कि जापाम : काम में नारा 
रहे हैं उनकी परिग्थितियो का मकाबला कर सके । 


12 . 1 . 4 


मन्ना खतरनाफ माल बया में 


पाने के लिए माम प्रारी द्वारा विशेष अनन । । हीन 110 11 ग . 


12 . A 


अनमल पोननदान : 


12 . 2 . 1 


धाग 12 . 1 . 4 में किये गये प्रावधान को छोड़कर खतरनाक माल को कटेकनर में नीले जाया जाग। जब यह मालम को 

में मिफारिश किये अनुमार पैक किया गया हो । 
जिन कंटेयनरों में खतरनाक मान मरा गया है उन्हें यात्री जहाज पर नहीं ले जाया जाएगा , बशर्ने भिः पग प्रकार ले जाने के लिा 
घ र में रोष अ . दो गई । । 


12. : . : 


1 : . : . 3 


एक ही कटेयनर में खतरनाक माल को दूसरे ऐसे पदार्थों के माथ मिला कर नही रखना हो, जो इस कोड द्वारा प्रभार मालुम होन 

हो , बशर्ते कि हन पदार्थों के वियोजन की जरूरत “ से दूर " (धारा 15 , 8 में दी गई परिमाषा के अनुसार. ) से अधिक कठोर 
नहीं होता है और परिवहन के दौगन कटेयनर के भीतर इस प्रकार के वियोजन को सुनिश्चित किया जाता है । 


12 . 3 


कंटेयनर प्रमाणपत्र : 


1 : . 3 . 1 


12 . 3 . 2 


पंक किये गये खतरनाक माल के प्रलेखन के बारे में इस कोड के सामान्य प्रायुध की धार - 9 में निर्धारित जसरसो को पूर। करना होगा 
जिन कंटेयनरों में खतरनाक माल रखा गया है उनके बाहरी हिम्मो की जाच की जाए कि बाही क्षनि , सिन के लक्षण प्रथया पदाथी 
की अदला-बदली तो नहीं हुई है । जिन कंटेयनरों में क्षति पहुंची हो, रिमन अथवा पदार्थों की अदला- बदली हुई हो उन कटेगनगे की 
मरम्मत करने और अथवा क्षतिग्रस्त प्राधान को निकाल देने के बाद ही पोतमयान के लिए स्वीकारना होगा । 


12 . 4 


माकिंग और लेलिग : 
जिन कंटेयनरों में खतरनाक माल रखा गया है , इस कोर में प्रत्येक श्रेणr के लिए निर्धारित लेबरनों को सूप्रकट स्थान पर बाहर 

लगाया जाए । 


12 . 4 . 1 


1 : . 4 . 2 


विशेष खतरनाक माल को सूची प्रथका मालाची [ कन्वेन्शन के अध्याय- 7 के यिनियम 5 ( मी ) द्वारा यथा आवश्यक ] में यह स्पष्ट 

गूचित किया जाना होगा कि किन कंटेयनगं में खतरनाक माल रखा गया है और जहाज में किस स्थान पर कंटयनर रखे गये 
हैं । उपर्युक्त विनियम के तहत यया प्रायश्य विवरण के साथ ही प्रत्येक खरिनाक माल के मूल मात्रा को भी माल भूी का पूची 

में दर्शाया जाए । 
कंटेयनर में भरे गये वैयक्तिक पैकेनों पर लेबल लगाने की जान से छुट दी जाएगी, कितु प्राली । म काल पहवान के लिए र म 

प्रकार के पैकेजो पर बतरनाक माल के बल को लगाने की मिफारिश की जाती है । 


12 . 4 . 3 


11 . 5 
11 . 5 . 1 


कंटेयनरो को सजाकर रखना : 
खतरनाक माल मरे को नगे को ग्राम लौर पर ढोया जाएगा तथा इस प्रकार के माल के लिए समाकर रखने के लिए इस कोड में 
निर्धारित जरुरतों के अनुसार मार्ग कालग- अलग रखा जाएगा । उदाहरण के लिए जहाज के टेक पर जिग माल का रखना है 
उसे कंटेयनर में ले जाकर कटेयनर को भी उफ पर रखा जाएगा । 


12 . 5 


12 . 5 . 3 


जिम कंठेयनर में खतरनाक माल को मारा गया है उन्हें पाम तौर पर हम कोड के अनुसार, अलग - अलग रखना होगा । जहां जहाज 

के निर्माण के प्रकार के कारण माल को इस प्रकार अलग रखना संन नही है ( उदाहरण जहां फटेयनर डेक पर अलग नाग्ने 
वाले बाल्कहेडस नहीं है ) वहाँ वैकल्पिक वियोजक को स्वीकार किया जाए, बशर्ते कि सक्षम प्राधिकारी मतुष्ट होते है कि ममान 

सुरक्षा को मुनिश्चिन किया गया है । 
कंटेयनर में रखे गये खतरनाक पदार्थ तथा दूसरे अन्य पदार्थों के पकेगों को ठीक - ठाक बाधकर रखना होगा तथा मनी यात्रा के लिए 
स. रक्षित रखना होगा । पैकेजों को इस तरह लादना होगा कि परिवहन के दौरान फिटिग्ज को कम से कम क्षति पहुंचे । पैके गों 

पर के इस प्रकार के फिटिग्ज को पर्याप्त सुरक्षित रखा जाए । 
फैटेयनरों, जिन में ठंडा अथवा गरम रखने के उपकरण लगे है, और जो विषले और/ अथवा ज्वलनशील जोखिम को पैदा करते है , 

उन्हें रोक पर रखा जाए । इन्हें केक के नीचे मजाकर रखा जा सकता है, बशर्ते कि सक्षम अधिकारी को संतुष्ट कर सके कि पर्याप्त 
हवादार और अन्य सुरक्षा किये गये है । 


12 . 5 . 4 


[ भाग II - 


3( i) : 


भारत का राणपला ३ प्रसाधारण ITY 


धारा -13 - - पोर्टबल टैंक 


13. 1 


लागू होना और परिभाषाएं 


13. 1 . 1 


13 , 1 , 1 . 1 


लागू होना 
इस धारा के सिफारिश उन पोर्टबल को ( 13 . 1 . 2 . 1 में की गई परिभाषा के अनुसार ) पर लागू होंगे जो खतरनाक तरल पदार्थ 

को ढोने के लिए बनाए गये हैं और दाब मुक्त करने के उपकरणों से फिट किये गये हैं । 


13 . 1 . 1 . 2 


इस तथ्य की ओर ध्यान दिलाया जाता है कि पोर्टबल टैंकों को ढोने वाले जहाजों पर अतिरिक्त अग्निशमन और स रक्षा उपाय प्रथषा 

अन्य विशेष उपकरण , जिसकी कि जरूरत है, के बारे में किसी प्रावधान को शामिल नहीं किया गया है । 


13 . 1 , 1 . 3 


इस धारी में सम्मिलित पोटवलकों के प्रकार से मिस टैंकों में खतरनाक तरल पदार्थ ले जाने पर विचार किया जाएगा यदि सक्षम 

प्राधिकारी द्वारा विशेष प्राप्त निर्धारित की गई हो । 


13. 1 . 1 . 4 


यदि किसी एक पवार्य को ले आने के लिए विशेष जोखिम हो , तो समम प्राधिकारी द्वारा अतिरिक्त करतों की विनिर्दिष्ट किया 
जाएगा । 


13 . 1 . 2 


13 . 1 . 2 . 2 


इस धारा के प्रयोजन के लिए पोर्टबल टैंक का मर्य बल्क सरल पदार्थ ले जाने के लिए टंक , जिसकी क्षमता 450 लोटर ( 100 
गैलन ) सबा इससे अधिक और 50° सी ( 122° एफ ) के तापमान पर ३ के . पी , /पन मीटर-बरम ( 43 पी . एस . पाय . ए . ) 
से कम माप वाम हो । स टैंक स्थायी रूप में जहाज पर न रखा जाए और जम टैक जहाज पर हो , तो इसमें माल लावते प्रयवा 
माल निकालने का काम न किया जाए । मरे इप टैक को जहाज पर उठाकर रखने भीर जहाज से उतारने के लिए उचित हो । 
बैंक के प्रचालन स्थिति में टैक के उपर अधिकतम प्रनुमत षकिंग दाब अनुमत अधिकतम मेज पाब है । इस धाम का प्राधार जहाज 
के प्रत्येक अवयव का नाममात्र मोटाई सबनता का उपयोग कर की गई गणना है, जिसमें निम्नलिखित शामिल नहीं होने : 
( क ) संक्षारण के लिए छूट, और 

( ख ) पाय के अलावा लदान के लिए पावश्यक मोटाई । 
स्टार्ट-टू-डिसचार्ज दाब का पर्थ स्टैटिक बाप है और जब निगम द्वारा पर विनिर्दिष्ट पानी सील के तहत हवा के माध्यम से रिलीफ 

यास्य की परीक्षा करने पर कोई बुववृपाई उत्पन्न नहीं होती है । 


13. 1 . 2 . 3 


13. 1 . 2 , 4 


कुल परिरोधन पाब का पर्य संबस प्राधिकारी द्वारा विनिविष्ट किये अनुसार निर्दिष्ट तापमान पर तरल उपरितल पर के . पी . धन 
मीटर में वाष्प दाब का फूल जोर और साथ ही उलेग स्पेस में ह्या तथा अन्य गैसों द्वारा उत्पन्न प्राधिक वाब के कुल वार पर 
प्राव , बल्क मीन निर्धारित तापमान द्वारा यथा निश्चित तरल पदार्थ का प्रसार, सरल पदार्थ में हवा तथा अन्य गों के विकत 
का प्रभाव और माथ ही 0. 35 केपी/ घन मीटर ( 5 पीएसमायजो ) का न्यूनतम डायनमिक वा है । हर हालत में कुल परिरोधन 
वाब को 1 . 75 केपी /पन मीटर ( - 5 पीएसमायजी ) से कम नहीं लेना चाहिए । जहां विलेयता का स्वीकार्य म्योरा नहीं हा , 
उसे छोड़ देना होगा । 


13. 11 


पोर्टबल टैकों का परीक्षण पौर निरीक्षण : 


13 . 11 . 1 


13. 11 . 2 


निर्माण के दौरान सक्षम प्राधिकारी द्वारा निर्धारित परीक्षण पौर निरीक्षण करना होगा । 
प्रत्येक पोर्टभल बैंक, और सभी पाइपिंग , पाल्बों . तथा इसके मन्य उपकरणों, जो कि देंक में भरे पदार्थ के वाब के प्रधान 
होंगे, जिसमें पाम रीलीफ़ वाल्व शामिल नहीं है, का परीक्षण किया जाना होगा । पानी प्रथवा इसके समान घनत्व वाले 
पदार्थ से पूरी तरह से परे: - ( गुम्बद यदि कोई हो सहित ) तपा अधिकतम अतुमल पकिग दाष का कम से कम रेड 
गुमा दाब का प्रयोग कर परीक्षण करें । परीक्षण के ब्यौरे सक्षम प्राधिकारी द्वारा निर्धारित किये मन सार होंगे । 
जय दाब के अधीन हो , तो रैक का निरीक्षण करें कि कहीं रिसन तो नही है, संक्षारण स्थान, पिचक तथा अन्य स्पितियों की 
जांच करें, शो कमजोरी को दिखायेगा तथा इससे टेंकों के परिवहन के लिए असुरक्षित साबित हो , तथा इसे न रखे प्रयवा 
सेवा के लिए न भेज दें, यदि इस प्रकार की असुरक्षित सबूत मिलें और जब तक टेक की मरम्मत नहीं होती है, तब 

तक परीक्षण की पुनरावृत्ति करें और परीक्षण सफल बनायें । 
पोतसवान के लिए टैंक को तब तक नहीं स्वीकारा जाए, अब तक कि पिछले छह महीनों में सक्षम प्राधिकारी द्वारा वाय 
रिलीविंग उपकरण की आंच नही की गई हो । इसके लिए . माहरी परीक्षण टोक है । तथापि , इस प्रकार का माल जी 
इन उपकरणों को चलाने के लिए अयोग्य कर देते हैं, उनके लिए सक्षम प्राधिकारी द्वारा बार-बार परीक्षण की जरूरत 
पड़ेगी । 


13. 11 . 3 


1760 GI/ 89 - 2 
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13 115 


13 116 


13 12 


13 12. 1 


इम टैको में से जाने वाले माल को ध्यान में रखते हुए मिश्चित अवधि में टेक तथा उनके बाहरी पौर भीतरी पुजों की जांच 

की जाए और सक्षम प्राधिकारी द्वारा निश्चित शतों के अधीन परीक्षण की अवधि को ढाई वर्ष से अधिक समय तक 

न बढ़ाएं । 
मक्षम प्राधिकारी द्वारा निर्धारित शर्तों के अधीन से जाने वाले माल को ध्यान में रखते हुए कम से कम बाई वर्ष में एक 
__ बार सभी वाब रीलीफ वाल्यो की पुन जांच और परीक्षण किया जाए । 
सक्षम प्राधिकारी द्वारा निर्धारित शतों के अधीन कम से कम 5 वर्ष की अवधि में एक बार टेंको का द्रवचालन से पुन जाय 

की जाए । सक्षम प्राधिकारी द्वारा निर्धारण किये गये अनुसार शेष जांचो की अनुमति दी जाएगी । 
पोर्टबल टेकों का माकिंग । 
धात पहचान प्लेट प्रत्येक टेक पर जंग न लगने वाले धातु का प्लेट ऐसे स्थान पर स्थायी रूप मे लगाया जाए जहा से 

कि निरीक्षण किया जा सके । इस प्लेट पर कम से कम नीचे दी गई जानकारी को स्टैम्प माग , उत्कीर्ण कर अथवा 
किसी अन्य माध्यम से मार्फ किया जाए । इस प्लेट पर पेइट म किया जाए, ताकि इस पर लिखा माकिंग धुधला 

न पड़ जाए । 
विनिर्माता का नाम . . 
निर्माण की तारीख . . . . . 
टैंक क्रमांक . . . . . . . . . . . 
अधिकतम अनुमत बकिंग पाव . . . 

. . . . . . . . केमी / घम मीटर ( पी एस प्राय जी ) 
परीक्षण वाम . . . . . . . . . . . . . . . . . . के पी / घन मीटर ( पी एस प्राय जी ) 
कुल पानी की ममता. . . . . . . . . . . . . . . . .. . . . . . . . . लीटर ( गैलन ) 
अधिकसम सकस भार . . . . . . . . . . . . . . . . . . . . . 

किलो टन ) 
सक्षम प्राधिकारी नियंत्रण अथवा परमिट पहपाम . . 
हायडालिक परोक्षण की तारीख 
हायङ्कालिक परीक्षण को देखें अधिकारी . . . . . . . . . . . . 
कोड , मियम अपवा विनियम ( नाम द्वारा अथवा पहचान पारा ) जिसके तहत हैक का रिजाइन किया गया है 
परीक्षाण की तारीख और मार्किग 
ऊपर विनिविष्ट धातु पहचान प्लेट पर हाईड्रलिक परीक्षण की तारीख और परीक्षण देखने वाले प्राधिकारी का रैक 
स्पष्ट लिखा जाए । 


13. 12 . 2 


13. 12 2 . 1 


13. 12. 2 . 2 


13 123 


13 . 13 


सक्षम प्राधिकारी को संतुष्ट करते हुए धारा 13. 11. 4 में निर्धारित अंतिम विजुअन परोक्षण को तारीख सष्ट टेक पर लिखा जाए 
विशेष प्रयोजन के टैक विशेष प्रयोजन टैक में जिस पदार्थ को ले जाने की अनुमति दी गई है, उसे लिखा जाए । 
पोर्टवल टैंको का प्रमाणपत्र देना । 
अधिकृत निरीक्षण एजेन्सी से यह पुष्टी करते हुए कि सक्षम प्राधिकारी की जरूरतो का टैर पालन किया गया है का 
प्रमाणपन फाइल किया जाए, ताकि इस प्राधिकारी के पास यह उपलब्ध हो । 


13 13 1 


13. 14 


पोर्टबल टेंको के लिए सामान्य लाई पूर्वोपाय 


13 14 1 


निम्नलिखित सिफारिश और पूर्योपाय केवल टैको के लिए लागू होते हैं जो इस धाग मे दर्शाये प्रावधानो के अनुसार 
डिजाइन किये पार निर्मित हो ( उदाहरण के लिए पाम रिलीफ उपकरण के टैंक ) । 


13 142 


13 143 


पोर्टबल टेंको में केवल उन्ही तरल माल को ले जाना होगा , जिसके लिए सबधित देश के सक्षम अधिकारी द्वारा प्राधिकृत 

किया गया हो । 
इस बात पर भी ध्यान दिलाया जाता है कि इसके प्रागे खतरनाक माल फोर मे दर्ज होने वाले प्रत्येक पदार्थ के बारे मे 

यह भी सचित किया जाएगा कि क्या इस पदार्थ की इस टेक में ले जाया जा सकता है और इसके लिए किस प्रकार के 
टेंक की जरूरत होगी । 


13. 14. 4 


इस बात पर भी ध्यान दिलाया जाता है कि पोर्टपल टेक में इस प्रकार के पदार्थों को सजाकर रखने के लिए वैयक्तिक 

जहरतों को खतरनाक माल कोर मे लिखा जाएगा तथा यह भी बताया जाएगा कि उनको सजाकर रखने तथा 
अनुमोदित पैकिंग में कोई मंसर है । 


13 . 14. 5 


कोड का संशोधन करने का काम पग करने तक पोर्टवल टैको को 13 . 15 मे सिफारिण किये अनुसार सजाकर रखा जाएगा । 


1315 


पोर्टबल हैक को सजाकर रखना : 


[ भाग II - - खंड 3 (1 ) 


भारत का राजपत्र प्रसाधारण 


- 11 


- 


13. 15 . 1 


पोर्टबल टैंकों को कोड की धारा 14 के प्रावधानों के अनुसार सजाकर जाएगा, किन्त सजाकर रखने की स्थिति मीणे 
वी गई सारिणी के अनुसार होगी : 

-- - - - --- - - 
पानी जहाज 

मालवाही जहाज 


प्राई एम सी प्रो श्रेणी 


क पर 


हैक के नीचे 


डेक पर 


मेक के नीचे 


विस्फोटक 
गैस 
ज्वलनशील 
तरल पदार्थ 


3. 1 
3 . 2 
3 . 3 


निषेधित 
निषेधित ( 1 ) 
प्रमुमतित 


निषेधित 
निषेधित 
निषेधित ( 1 ) 


मनुमानित 
अनुमानित 
अनुमतित 


निषेधित 
निदित ( 1 ) 
मनुमतित 


ज्वलनशील पनीभूत पदार्य 
सवत वाइय पदार्थ 
गीला होने पर खतरनाक पदार्थ 
माक्सीजकरण पदार्थ 
कार्बनिक पेराक्यासाइइम 
विष 
रेडियोधर्मी पदार्थ 
संक्षारक 
विविध खतरनाक पदार्थ 


4 . 2 निषेधित 
4 . 3 निषेधित 
5 . 1 निषेधित ( 1 ) 
5 . 2 निषेधित ( 1 ) 
6 निषेधित ( 1 ) 
7 * 
8 अमुमतित 
9 अनुमतित ( 3 ) 


निषेधित 
निषेधित 
अनुमतित ( 3 ) 
निषेधित 
निषेधित ( 1 ) 


निषेधित ( 1 ) 
अनुमतित ( 3 ) 
अनुमतित ( 3 ) 
निषेधित ( 1 ) 
अनुमतित ( 3 ) 


निषेधित 
अनुमतित ( 3 ) 
मनुमतित ( 3 ) 
निषेधित ( 1 ) 
अनुमतित ( 3 ) 


M 


अनुमतित 
मनुमतित ( 3 ) 


अनुमतिप्त 
अनुमतित 


अनुमतित 
मनुमतित ( 3 ) 


- - - - - - - - - 


- - - - 


* लागू नहीं 

1. सक्षम प्राधिकारी द्वारा विनिविष्ट विशेष परिस्थितियों में ही । 
2. सेकंडरी लेबल में विखाए अनुसार यदि विषेले अथवा इसी प्रकार के गुण न होने पर ही । 

3. सक्षम प्राधिकारी द्वारा विनिविष्ट परिस्थितियों में ही । 
13. 15 . 2 

13 . 15. 1 की सारिणी केवल तरल पदार्थों से भरे टेक के लिए लागू है । यह उन टैंकों पर लागू नही होता है जिसमें 

घनीभूत ( यदि बिखरे अथवा प्राद्र भी ) गैस अथवा द्रवीकृत गैस भरा हो । 
13. 15 . 3 

सजाकर रखने के बारे में कोख में किसी पदार्थ के वैयक्तिक दर्जे का सारिणी से अधिक प्रतिबंधित हो , तो उस मामले में 

वैयक्तिक दर्ज लागू होगा । 
13. 15 , 4 

यदि जहाज पर तरल पदार्थ से मरे पोटबला टैक को ले जाना है और इसकी वयक्तिक प्रविष्टी एक प्रथवा अधिक 
मेकंडरी लेबलो को दिखाता है, तो उस तरल पदार्थ के सभी गुणों पर विचार करना हागा पौर तपमुसार सजाकर रखना 

होगा । 
13. 15. 5 

रिस रखे अथवा काफ़ी क्षतिग्रस्त पोर्टबल टेमों, जो टेंक की अखंडता अथवा उसके उठाने और सुरक्षित प्रबन्धों को प्रभावित 

____ कर मफना है , पोतलदान के लिए स्वीकारा नहीं जाएगा । 
13. 15, 6 

पोर्टबल टैक के बाहर भार का अवशेष छिपका हो , तो इस संतोषजनक रूप में साफ़ करने तक पोतलदान के लिए स्वीकार 

नहीं किया जाएगा । 
13. 15 . 7 

पोर्टबल टेकों को बहस ऊंचाई तक सजाकर नहीं रखा जाएगा , बशर्ते कि इसे विशेष प्रकार से डिजाइन किये जहाजों में ले 

जाया जा रहा हो और जब तक कि सक्षम प्राधिकारी की संतुष्टि तक विशेषकर सुरक्षित न हो । धारा 13 . 9 . 1 . 2 का 

विशेष ध्यान रखा जाएगा । 
13 . 15 . 8 

उलेज की स्थिति में , टंक में लहरे उठने के कारण अस्वीकार्य हाईड्रालिक पवाव उत्पन्न हो , पार्टबल टैंकों को पोन मवान के 

- लिए स्वीकारा नहीं जाएगा । 
13. 16. 9 

खाली टैक , जो रीस से मुक्त नहीं है और उनमें इससे पहले भरे गये उत्पाद के कुछ प्रारनामों का पालन नहीं करते है, तो 

इस प्रकार के पोर्टबल टैंकों को पोतलवान के लिए स्वीकारा नहीं जाएगा । 
पोर्टबल टंकों का वियोजन : 
खतरनाक तरल पदार्य से भरे भोटबल टैको को अंतर्राष्ट्रीय समुद्री खतरनाक माल कोर के अनुसार विनियोजन किया जाए । 

( देखें धारा 15 ) 
13 . 17 , 1 

पोर्टबल टैकों की सुरक्षा : 
पारगमन के लिए प्रावधान किये गये प्राम सुरक्षा उपायों के अलावा सक्षम प्राधिकारी और जहाज के मास्टर की संतुष्टी 

के लिए अतिरिका सुरक्षा उपायों की जरूरत होगी, ताकि समुद्री यात्रा में पोर्टमल ₹कों के महत्वपूर्ण संचलन को पूरी तरह 

सुनिश्चित किया जा सके । 
13 . 17. 2 

सुरक्षा के उपकरणों की पर्याप्तता का निर्णय लेने के लिए 13. 2. 1 की गति और वरण को भी अपनाया जाए । 
13. 17 . 3 

टैंकों पर प्रदशित विशेष अनुदेशों का पालन किया जाएगा । 


13 . 16 
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MINISTRY OF SURFACE TRANSPORT 

(Ports Wing ) 

NOTIFICATION 
New Delhi, the 27th June, 1989 
G . S .R . 648 ( E ) : - In exercise of the powers 
conferred by sub -section (i) of section 124 , read 
with sub - section (i) of section 132 of the Major 
Port Trust Act, 1963, (38 of 1963 ), the Central 
Government hereby approve the Mormugao 
Port Trust (Handling of freight Containers con 
taining dangerous/ hazardous Cargo ) Regulations, 
1988 made by the Board of Trustees ofMormugao 
Port in exercise of Powers conferred on them by 
section 123 of the said Act , and published in the 
Goa Government Gazette dated 23rd December , 
1988 and 30th December , 1988 and as set out in 
the Schedule to this Notification . 

[F . No. PR -16012 /3/89- PG ] 
YOGENDRA NARAIN , Jt. Secy . 


SCHEDULE 
MORMUGAO PORT TRUST (Handling of 
Freight Containers containing Dangeroust 

Hazardous Cargo ) Regulations , 1988 


Note : Containers , used for the carriage of 
dangerous/ házardous cargo shall be of adequate 
strength to resist the possible stress imposed by 
the conditions of the services in which they are 
employed and they shall be properly and regu 
larly maintained . 

(iii) Closed Container means a containdr 
which can be laden only through one or more 
doors in the side or end walls . 

(iv) Open Top Container means a container 
with the bottom , side and end walls , tub having 
no roof. 

(v ) “ Tank Container means container especi 
ally built for transport and distributing liquids 
and gases in bulk in accordance with such condi 
tions as may be required . 

(vi) Platform Container means & type of 
loadable platform having the same overall exter 
nal length and width as the base of series /con 
tainers and equipped with top and bottom cor 
ner fittings located as on these containers , so 
that some of the same securing and lifting devices 
may be used . 

(vii) Container Space means a space occu 
pied by one container equivalent to one TEU . 
One TEU measurds 6 .1 mts . x 2.4 mts, x 2 .4 mts . 
This distance may be occupied by a neutral con 
tainer or containers . 

(viii) Container Parking Yard means the yard 
in which the containers are stacked . 

( ix ) Container Handling Equipments means 
the equipments used for safe handling of con 
tainers such as Transfer Cranes, Toplift Trucks , 
Fork Lift Trucks or any other equipments fitted 
with special devices for lifting containers . 

(x ) Container Ship means a ship in which 
the containers are loaded either below the deck 
or above deck and shall also include container 
oriented ships handling cargo in break bulk form , 

(xi) Dangerous Cargo Shed means a speci 
ally constructed shed used for keeping dangerous 
hazardous cargo . 

(xii ) I.M . O . (IMCO ) means International 
Maritime Organisation , 

( xiii ) IMO Code means the Code of Practice 
published by the International Maritime Organi 
sation on the International Maritime Dangerous 
Goods. 


In exercise of the powers conferred by section 
· 123 read with section- 124 ( 2 ) of the Major Port 

Trusts Act, 1963, the Mormugao Port Trust here 
by makes the following regulations, namely : 


1. Short title & commencement : (a ) These 
regulations may be called the Mormugao Port 
Trust (Handling of freight containers containing 
dangerous /hazardous cargo ) Regulations, 1988 . 

(b ) They shall come into force from the date 
the approval of the Central Government is pub 
lished in the Oučial Gazette . 


2 . Definitions : - In these regulations , unless 
the context otherwise requires. 

(i) Major Ports means the Ports notified as 
Major Ports by the Ministry of Transport, Gor 
vernment of India . 

( ii ) Freight Container for dangerous cargo 
hereinafter called Container" means an article 
of transport equipment specially designed and 
constructed for the purpose of transport of 
dangerous goods by one or more modes of trans 
port. 
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• (xiv ) Loading . & Unloading refer to the 
plaoing of a container aboard a ship and to its 
removal therefrom . 


- -Miscellaneous. dangerous subs 

tances i.e . any other substance 
which cxperience has shown 
or may show to be of such 
dangerous character as to be 
treated as Dangerous Goods. 


) Packages refer to receptacles for dan 
gerous goods and receptacles containing dan 
gerous/hazardous cargo . 


( xvi) “ Packing and Unpacking refer to the 
placing of packages containing dangerous /hazar 
dous cargo into a container and their removal 
therefrom . 


(xvii ) Stuffing & Destuffing means filling up 
the containers with cargo and removal of cargo 
from the container . 


ansport Tractor - Trailer means a 
combination of transport tractor with trailer 
coupled together permanently or temporarily 
designed primarily for the transportation of goods 
by road . 


5 . General acceptability of ships carrying 
dangerous/ hazardous containers into the port : 
(1 ) All dangerous /hazardous cargo entering the 
Port area must be classified , packaged , labelled 
and /or marked in accordance with the IMO 
Code and be declared by the Ship Shipper accor 
dingly . The container shall also be marked 
as such and shall be accompained by a Pack 
ing Certificate issued by the Operating Com 
pany indicating the contents. " 

(2 ) Stowage: - No ship carrying containers 
Carrying dangerous/hazardous cargo on board 
shall enter the Port unless the containers are 
stowed and so documented according to Section 
12 of IMO Code as applicable , 

6 . Restriction on entry of ships carrying 
certain classes and quantities of dangerous/hazar 
dous cargo : ( 1) Ships carrying explosives shall 
be allowed only at such of the anchorages or 
areas notified by the concerned port authorities 
except in such quantities as may be permitted to 
be handled inside the Port area by the Port Regu 
lations applicable . 


3. Dangerous/Hazardous Cargo : — For the 
purpose of this regulation , the dangerous /hazar 
dous cargo shall cover all substance classified by 
the International Maritime Dangerous Goods 
Code by the International Maritime Organisa 
tion London, 


4 . Classification of dangerous/hazardous 
Goods : - -For the purpose of this regulation , 
Dangerous/Hazardous goods will be divided 
into the following classes. These classes are 
based on the I.M .D .G . Code classifications: 


Class 1 


Class 2 


( 2 ) No cylinder containing gases compressed , 
liquified or dissolved under pressure shall be per 
mitted to be brought inside the Ports unless such 
cylinders are permitted for import/export by the 
Chief Controller of Explosives . 

( 3) Dangerous goods in tank containers of 
the following class and type of commodity shall 
be limited aboard any ship to such quantity as 
may be notified by the respective Port Authorities , 
in po case exceeding 50 Tonnes per contents being 
the total of all classes . 


Class 3 
Class 4 . 1 
Class 4 .2 


Class 4.3 


Explosives 
- Gases ; compressed , liquified or 

dissolved under pressure. 
- - Inflamable Liquids. 
- Inflammable solids. 
- Substances · liable # 0 spon 

taneous cumbustion . 
- Substances wliich in contact 

with water emit"inflamable gases. 
: - Oxidising Substances . 
+ Organic Peroxides. 
-- Poisonous ( Toxic ) substances. 
- Infectious substances. 
- Radio active, substances , 
Corrosives. 


Class 5 .1 
Class 5 .2 
Class 6 . 1 
Class 6 .2 
Class 7 
Class 8 


Class 2 -- Liquified inflamable or Poiso 

nous Gases. 
Class 3.1 ---Inflamable Liquids e.g. Carbon 

Disulphide. 
Class 4.2 - Spontaneously Combustible Li 

quids e.g. Aluminium Alkyls. 
Class 6 – Tetramethyl Lead ( Fuel Addi 

tives). 
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Class 6 .1 
Class 6 . 2 
Class 8 
Class 9 


— Poisonous ( Toxic ) substances . 
- Infectious substances. 
--Corrosives. 
– Miscellaneous dangerous subs 

tances . 


In addition to these documents , a copy of 
the ship s cargo manifest shall also be forwarded 
to the Deputy Port Conservator and Traffic 
Manager and Container terminal Manager to 
enable them to gather information regarding 
transit cargo of dangerous /hazardous goods 
containers carried by each ship . 


In all such cases, handling of tank containers 
shall be limited to day light hours and subject 
to the Consignee taking delivery from the Port 
premises and they shall not be deposited for any 
length of time within the port premises. 


2. Exports : Thc intention to export dan 
gerous / hazardous cargoes through containers 
shall be advised to the Port Authority prior 
their delivery to the berth at least 48 hours in 
advance and pormission obtained from the 
Deputy Port Conservator and Traffic Manager 
before the dangerous/ hazardous cargo to be 
stuffed in containers are moved into the Port. 


The Deputy Port Conservator or Traffic 
Manager or Officer responsible for the safety of 
the Port or his authorised representative specially 
nominated by him for the regulation of the dan 
gerous/hazardous cargo in the Port shall be 
the sole authority to give permission for landing 
or loading dangerous/hazardous cargo in con 
tainers. 

7 Advance notification : - 1 . Ships : The 
Master or the Ship Owner or Agent must inform 
the Port Authority at lease 48 hours prior to 
arrival of the ship of the dangerous/ hazardous 
goods in containers aboard the ship and those 
to be discharged at the Port. 


3. Transit : - Same prohibitions and res 
trictions as applicable in respect of dan 
gerous /hazardous cargo for loading or un 
loading within the Indian Ports shall be appli 
cable for cargo in transit. 


8 . Berthing: Any container ship carrying 
containers containing dangerous/hazardous 
cargo on board shall be berthed only when 
permission to berth is granted by the Port 
Authority at the designated berth . 


The intention to land or load dangerous/ 
hazardous cargo shall be given by the Steamer 
Agents or Consignors /Consignees in an appli 
cation made in triplicate to the Deputy Port 
Conservator or Traffic Manager for seeking 
permission at least 48 hours in advance. The 
application shall include a complete list of all 
substances with their true chemical name and 
IMO Code Number . 


9. The Port Authorities shall stack the 
Dangerous/Hazardous Cargo containers in 
either of the following : 
(a ) Stack the containers separately in a 

specially designated area which has 
been constructed for storage of dan 
gerous/hazardous cargo and provided 
with fire fighting arrangements . 


OR 


One copy of cach such application and its 
enclosure shall be given to the Deputy Port Con 
servator, Container Terminal Manager and Traffic 
Manager . The list shall furnish complete details 
including their full /technical names, quantities, 
mode of packaging, IMCO Classification , if 
known and other relevant data . The items in 
cluded in this list shall be serially numbered for 
reference and follow up correspondence . 
Application for issue of permits for inflamable 
liquids including petroleum as defined in the 
Petroleum Act shall contain the following infor 
mation . 


( b ) Staok the containers in the Parking 

Yard itself by providing proper segrega 
tion as per IMDG Code . ( The segre 
gation table is given in the Appendix 
A suggested method of segregation 
as per IMDG or IMCO Segregation 
Code in a Container Parking Yard 
with tyre -mounted Transfer Cranes is 
shown in the Appendix — B ) . 


Flash Points of such liquids and whether such 
liquids are miscible with water or not. 


The Port Authorities shall devise a suitablc 
segregation plan as regards to the classification 
of the cargo type of handling in the Terminal. 
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10 . Stuffing & Dostuffing of Containers : 
1. The Port Authority shall designate cor 
tainer depot/Container Freight Station suitable 
to handle dangerous hazardous cargo . The 
stacking of containers shall be in accordance 
with Para 9 above. The stuffing or destuffing 
operation shall commence only after obtaining 
clearance from the Deputy Port Conservator 
and Traffic Manager. The stuffing and des 
tuffing operation shall follow strictly the IMO 
Guidelines for the packing of dangerous/ 
hazardous cargo in a Freight Container and 
shall comply with Classes 12 & 13 of IMDG 
Code (Appendix C ) . 

In case stuffing or destuffing is done in an 
area in the vicinity of stackyard , a minimum 
distance of 30 metres around shall be observed . 

10 ( 2 ) Before Stuffing : ( 1) Containers into 
which dangerous cargo are to be stuffed shall 
be examined visually for damage and if there is 
evidence of material damage , the container 
shall not be packed . Container shall be clean , 
dry and fit for use . Irrelevant dangerous cargo 
labels shall be removed or masked over before 
stuffing begins. 

(2 ) Information shall be provided by the 
Shipper about the hazardous proporties of the 
dangerous cargo to be handled . The shipper 
shall also ensure that dangerous cargocs are 
stuffed , marked and labelled in accordance with 
the IMDG Code. Dangerous cargo shall not 
be handled unless packaged , marked and labelled 
in accordance with these regulations. 

(3 ) Dangerous cargo shall only be handled , 
stuffed and secured under direct and identi 
fiable supervision of a responsible person 
deputed by the Consignor or the Consignee as 
the case may be who is familiar with the risks 
involved and know which emergency measure 
should be taken . He shall also ensure that any 
necessary protective equipment is available. 

(4 ) Smoking shall be prohibited while work 
is going on . 

(5) Suitable fire precaution measure shall 
be taken . 

(6 ) Packages shall be examined and any 
found to be damaged , leaking or sifting shall 
not be stuffed into a containor. Packages 
showing evidence of staining etc ., shall not be 
packed into a container without first determining 


that it is safe and acceptable to do so . Water 
or other matter adhering to packages shall be 
removed before packing into a container, 

(7 ) If cargoes are palletized or otherwise 
unitized they shall be compact and secured in a 
manner unlikely to damage the individual pack 
ages comprising the unit load . The materials 
used to band the unit load together shall be 
compatible with the substances unitized and 
retain their efficiency when exposed to mois 
turc , extremes of temperature and sunlight. 

(8 ) In case where electric power supplied is 
used for any equipment or machinary in the 
area where containers are stacked or stuffing 
and destuffing is carried out, the electric supply 
systems in the machinery shall be of a type which 
will not cause any spark likely to cause hazard . 

(9 ) A container intended to carry dangerous 
cargo under temperature control shall be inspec 
ted and operated to ensure that the machinery 
is in proper working order before the shipment 
is made . A record of the inspection shall be 
maintained , 

10 (3 ) Stuffing and Securing : Special care 
shall be taken during handling to ensure that the 
packages or receptacles are not damaged . 

(1) If a package containing dangerous cargo 
is damaged during handling so that the con 
tonts leak out, the immediate areas shall be 
evacuated until the hazard potential can be 
assessed . The damaged packages shall not be 
transported . 

(2 ) No repacking shall be done within the 
Port premises. If leakage from dangerous cargo 
likely to cause any explosion , spontaneous com 
bustion , poisoning or similar danger, personnel 
shall immediately be moved to a safe place and 
the emergency response organisation (e .g . the 
fire service) shall be notificd . 

(3 ) Dangerous goods shall not be stuffed 
in the same container with incompatible subs 
tances . Guidance of both a general and parti 
cular nature on this inatter may be found in the 
IMDG Code . 

Note : It is also possible that in some ins 
tances goods of the sameclass shall not be stuffed 
into the same container as they are incompatible . 

For example , Peroxides and Permanganatcs are 
both oxidising agents (Class 5 .1 ). However , 
they may interact dangerously in the cvent of 
an accient. 
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(3 ) All packages have been externally , ins 
pected for damage and only dry , sound packages 
packed . 

(4 ) Alt packages have been proporly stuffed 
in the container and secured and suitable seou 
ring materials used . 


( 5 ) The container and packagos are proporly 
marked and labelled . 


(4 ) D21g3u; gis which may damago 
by tajnt odour or contamination to other pro 
ducts shall not be stuffed in the samc container 
as goods susceptible to such damage . 

(5 ) When dangerous cargo , particularly those 
of Class 6 .1 ( poison ) and Class 8 (Corrosives ) 
are handled , consumption of any form of food 
or drink shall be prohibited , 

(6 ) Special packing instructions detailed on 
individual packages or otherwise available must 
be strictly observed . (0 .g .) Goods marked " pro 
tect from frost" shall be stowed away from the 
walls of the container. 

Goods marked " this way up " shall bo packed 
accordingly . When dangerous goods consign 
ment forms only part of the load of a container , 
it shall preferably be stuffed so as to be 
accossible from the doors of the container. 

11. Marking and Labelling: (1 ) The con 
tainers shall be seeled prior to despatch . How 
ever, they shall not be locked unless specifically 
required and agreed to by the container operator. 
In such cases a key shall be readily available at 
all times . 

(2 ) Containers in which dangerous goods 
are stuffed shall bear IMCO Dangerous Goods 
codo Class Lables ( Placards) not less than 250 
tim * 250 mm in size . Except where not re 
quired by IMDG Codo there shall bc at least 
four such lables (placards) "placed externally 
in conspicious places, one on each side and one 
on each end . Lables for the sides of the con 
tainer shall be affixed in such position that they 
are not obscured when the container doors are 
opened . 

(3) The container shat also bear externally 
the correct technical name of each of tho dan 
gerous substances packed therein , 

(4) Additional lables as may be required 
by rail and road transport authorities shall be 
provided 

12 . Stuffing Certificate : Those responsible 
the stuffing of the dangerous cargo into a con 
tainer shall provide a “ Container Stufing Certi 
ficate " certifying that this has been properly 
carried out and embodying the following pro 
visions : 

( 1) That the container was clean , dry and 
apparently fit to receive the goods. 

(2) No incompatible goods have been stuffed 
in the container. 


(6 ) Th ; dangerous cargoes in the container 
are those for which acceptance has bech speci 
Acally obtained with ths shipment in question . 

(7) The consignor of the dangerous cargoos 
has in each caso issued a dangerous cargoes decla 
ration as to nature of th hazard and that the 
cargoes are suitable packaged for transport 
by sea . 

(8 ) The Container Stuffing Certificate shall be 
forwürde with the container to be available at 
the time of loading on board ship . 

(9) The pärmission of the Deputy Port Con 
servator has been obtainad for stuffing the cargo : 

13 . General Advice on Receipt of contes 
tainors Containing Dangerous/Hazardous Car 
gos$ for Stuffing /Dostuffing - -Containers con 
taiping dangerous cargo shall be destuffed with 
care , always beoring in mind that the cargo may. 
hava boon dainigd in transit. Before the door 
are opened , this possibility shall be borne in 
mind in relation to the properties of the cargo . 
For example, depending on the contents of the 
container, there may exist the possibility that 
leakage has caused an unsafe concentration of 
toxic, inflamable or explosive vapour, or to have 
produced an oxygen enriched (or dopleted ) atmos . 
phere . If there is evidence that damage has 
Occured and such a condition exists, expert advice 
must be sought before commencing to destuff 
tho containers. 

( 1) Any container which carried dangorous 
cargo particularly toxic products , shall be yen 
titated before unpacking commences, that is the 
doors shall be kept open for an adequate period . 

(2 ) After a container containing dangerous 
goods has been unpackcd , particular care must 
be taken to ensure that no hazard romains . This 
may entail special oleaning , particularly if toxici 
spillage, has oocyred cr. is suspected . When 
satisfied that a container offer no hazard , the 
dangerous goods labels shall be removed : 
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(3 ) If any container shows signs of heat it 
shall be removed to a safe place and fire services 
immediately notified . Care shall be taken to 
ses that any fire fighting incthods to be used are 
suitable for the cargo in question . 

(4 ) Attention is drawn to the fact that the 
consignes is normally obliged to retum the con 
tainer , after discharging clcan and suitable for 
the transport of every kind of cargo . This applies 
especially when poisonous, dangerous or obno 
xious cargo has been trnasported , 

14 . Destuffing of Dangerous/Hazardous Car 
goes :. -( 1 ) Notification of import of dangerous 
cargo must be given to the concerned Port Autho 
rity by the Operator prior to the arrival of the 
container within the Port . 

(2 ) The import cargo documents must be 
endorsed with a Dangerous Goods stamp by the 
Operator or the person responsible for preparing 
thedocuments before the container is discharged . 

(3 ) Dangerous cargo containors shall be des 
tuffed with care, always bearing in mind that the 
cargo may have been damagod in transit . Before 
the doors are opened , this possibility shall be 
borne in mind in relation to thy properties of the 
cargo . If there is evidence that such damage 
has occured , expert advice must be sought before 
commencing destuffing of the container. 

(4 ) As cargo is destuffed and checked , it must 
be separated to its class and placed in the correct 
storizge area . Any discrepancy in respect of 
marks , labels or type of packaging must be 
reported to the Supervisor and the Operating 
Company shall be advised at the earliest oppor 
tunity 

( 5) Areas for the storage of the various classos 
shall be clearly defined and where possible there 
shall be an outside stowage provided the packa 
ging , is suitable. Iu any event dangerous goods 
shall be set apart from the general cargo within 
the transit shed . 

(6 ) Removal of import dangerous cargo nust 
be effected immediately . 

(7) All dangerous cargo labels shall be remo 
ved as soon as the container can be doclared non 
hazardous. 

(8 ) Total quantity dangerous cargo in a desig 
nated area shall not exceed five container loads. 

15 . Fire Fighting . - ( 1) Special fire fighting 
provisions shall be made in the designated areas 
1760 G1/89_ 3 
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where dangerous/hazardous cargo containers are 
kept. These shall include : 

(2 ) The provision ofall fire fighting equipment 
As required by national or local regulations is 
properly maintained and fully operational con 
dition . 

(3 ) The provision of clear information as to 
cmergoncy routines to be followed and a regular 
practice of such routines . 

(4) Good liaison between the container base 
and the local fire brigade. The means to call 
the fire sorvice shall be readily available at all 
times . 

( 5 ) Good housekeeping and cleanliness. For 
examplc patches of oil mixed with sawdust are a 
potential source of ignition , hoaps of rubbish 
can be readily ignited , piles of dunnagc can assist 
in the rapid sprean of fire etc . 

(6 ) Proper care shall be taken to minimisc 
sources of ignition such as smoking , unprotocted 
or ill maintained electrical installations or repair 
equipment. 

(7) Proper care of machinery aud with its 
operations, particularly where re- fuelling is con 
cerned . 

(8 ) Clear access of fire appliances within the 
premises shall be maintained and a routo kept 
clear all times to allow rapid access for emergency 
vehicles from outside. 

16 . Special Equipment :- ( 1) Adequate and 
propor breathing apparatus shall be provided and 
men trained in its uso so as to render immediate 
assistance should personnel be affected by noxious 
fames. 

(2 ) Protective clothing, comprising rubber 
boots and gloves and apron togather with oily 
kins shall be available for use in dealing with 
aplit material. 

(3 ) Receptacles of inert material shall be 
available for usa in minimising the spread of 
split liquid . 

(4 ) Nothing in this regulation shall provent 
calling upon the proper emergency servicas ao 
soon as troublc arises. 

17 . Lighting : - ( 1) Whercver and whencver 
dangerous goods are handled , or other goods 
handled adia out to dangerous goods, adoquate 
and flame proof lighting shall be provided , 

( 2 ) It shall be remembered that labels may 
appear to change colour in artificial light. 
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APPENDIX (A ) 


SEGREGATION TABLE 


1 . 4 


1 . 1 


1. 5 


2. 1 


2 .2 


2.3 


3.3 


4. 1 


4.2 


43 


5.1 


5. 2 


6. 1 


7 


8 


-- - 


- 


- 


- - - 


- 


- - 


- - 


- 


- - 


- - - 


Explosives 


2 


2 


2 


2 
2 


Inflammable Gases 
Non- Inflammablo 

Gases 
Inflammable Liquids 


1.5 
2 ,1 
2 .2 
3 . 1 
3.2 


2 
2 
2 


2 
1 
2 


2 
2 
2 


X 
2 
2 


* 


2 
2 
1 
2 
2 


x 
2 


2 
1 
x 
2 
2 
1 


2 
2 
* 
2 
1 
1 


2 
4 
2 
3 
3 
2 


2 
2 
x 


x 
* 
* 
x 
X 


3. 3 
4 . 1 


2 


2 


1 


2 


1 


2 
2 


1 
1 


1 


4.2 
4 .3 
5.1 
5. 2 


2 
2 
2 
2 


2 
1 
2 
4 


1 
* 


Non - Inf -mmable Li 

quids 
Inflammable Solids 
Spontaneously Combus 

tible Substances 
Substances which aro 

dangerous when wot 
Oxidizing Substances 
Organic Poroxidos 
Poisons 
Radioactivo Substancos 
Corrosivos 
Miscellancous Dangerous 

Substances 


2 
2 
2 
3 


2 
2 


1 
1 


2 
2 


1 
2 
2 


2 
2 
2 


* 
* 
1 


2 
2 


1 
2 


2 
2 


2 


3 


2 


2 


2 


7 
8 


2 
2 


2 
1 


2 
1 


2 
1 


2 
1 


2 
1 


2 
1 


2 
2 


x 
X 


X 


2 


2 


NUMBERS IN THE TABLE ARE DEFINED IN THE NEXT PAGE 

APPENDIX B 
The numbers in the table at pre- page are defined as follows: 
IMDG code Doflallon 

Containerbase Sogregation 
1. Away from 

Not touching each other nor overtowing one with the other . 
2. Sepºrnte from 

3 Mo res (10 ft.) apart unless separated by firc -resistant wall . 
3 . Sop rated by a complete compartment 3 Metres (10 ft.) a part unless separated by fire -resistant wa]). 
4 . Separated longitudinally by an Intervening Io different sections of the containerbase separated by a roadway or other 
complete compartment. 

cffective fire block , or atleast 25 metres (80 ft.) apart. 
1 . No 01 ral segregation recommended 

Ifin doubtrefer to the IMDG Code . The Blue Book for particular substance . 
1. Storage space should also beselected as between outside and inside the buildings in accordance with the following suidelincs : 

1.1 Commodities which thocarriage by se rules require to be stowed only on the deck of a ship should not be stored inside a 
building unless the building is specially cquipped for sucb purpose . 
1. 2 . Table : 


IMCO Class 


Description 


1 . 4 


Storage 
Inside - Lock up 
Inside - Lcck up 
Not to be stored except by special arrangement. 


Safety Ammunition 
Very insonsitive substances 
Other than Safety Ammunition & Class 1. 5 
Compressed Gascs 
-- inflammable 
- poisonous 
- inert 

small cylinder ( c. g .lighter fuel) 
Inflammable liquids 
Low F .P . below (0°F ) 
Intermediate F .P.-- 18°C upto 23°C (0 — 73 F ) 


Outside 
Outside 
Either 


Inside 
Outside 
Outside 
Small quantities inside 
Either 
Either 


High F .P . 23C -261C (732 - 141 °F ) 
Ioflayunable solids 


- - 


(TTT 


1 - 


3 ( ) ] 


भारत का राजपत्र : प्रसाधारण 


19 
- - - 


S 


- 


- 


- - - = - - = - - - 


2 


Spontaneous Combustiblo 
Emit inflammable Gases in contact with water 
Oxidising Subs ences 


Organic Peroxides 
Poigons ( Toxic ) 
Infections 
Radioactive 


Outside (kcep diy ) 
Outside (kecp dry) 
Large quantilies Oulsiue . Smull411. (1 .- .hid 
2 Tons ) either 
Outside (may need to be kept cool) 
Either ( look for other hazırds 192 store accordingly ). 
Acceptonly by special arrangement, 
According to transport Class & A . E . A . 1ocommon 
dations 

Either ( consider degree of corrosive and secondary 
hazard ) 
According to particular hazard and quantity . 


Corrosives 


Miscellaneous (not to be construed as necessary low 
hazard ) 
- - - - - - - - - - - 


APPENDIX C 


COPY OF SECTION 12 AND EXTRACT OF SECTION 13 OF INTERNATIONAL MARITIME DANGEROUS GOODS 
1 CODE 


SECTION 12 . CONTAINER TRAFFIC ; 


Tho recommendations of this toxt apply to containers in which packagos of dangorous goods arc loaded , 


12 . 1 . 1 
12 1.2. 


In container traffic a number of small packages is enclosed for transit in a large box fitted with doors and 
lifting points . The size and construction of tho container may very with the trade in which it is employed . 
Many containers are the demountable bodies of road or rail vehicles . 


12. 1. 3 . 


Containers used for the carriage of dangerous goods should be of adequate strength to resist the possible 
Strossos imposed by the conditions of the sorvices in which they aic cmployed . 


12 . 1 .4 . 


Dry dangerous goods in bulk may be carried in containers specially approved for this purpose by the compe 
tent authorities . 


12 . 2 


Permitted Shipments. 


12 .2 . 1 . 


Dangerous goods should only be transported in containers when they are packed as rdcommended in this code 
except as provided in Section 12 . 1.4 . 


12. 2.2 . 


12 , 2 . 3 . 


Containers in which dangerous goods are loaded should not be transported on boerd passengor vessels 
ut less such goods are specifically permitied by this Codo to be so transporled . 
A dangerous substance should not be stewod in the same container with any other subster.ce with wh ch it is 
deomed incompatible by this Codo unless the requirement for scgrcgating those substances is not more 
stringent than " away from " (as defined in Section 15. 8 ) and such segregation within the container can be 
assured during transport. 


12. 3 . 


Container Certification : 


12 . 3 . 1 . 


12 . 3. 2 , 


The requirements set out in section 9 of theGeneral Introduction to this Code with respect to the documertation 
of packaged dangerous goods should be met . 
Containers in which dangerous goods are loaded should be examined externally for damtge , signs of ler kage or 
shifting of contents. Any container found to be damaged , leaking or shifting should cot bc acred fo 
shipment until ropairs have been cffected and or damaged receptaclcs romoved . 


12 . 4 . 


Marking and Labelling ; 


12 . 4 1 . 


12. 4. 2. 


Containers in which dangerous goods are loaded should bear labols as spocified for erch glagg in thi: Code, 
affixed on the outsido , in a conspicuous place. 
The special dangerous goods list or manifest (required by Regulation 5 (c ) of Chapter VII of the Convention ) 
should indicate cloarly those containers in wbich dangerous goods are lorded ord their locatior in the chir , Tho 
total quality of each dangerous substanco , in addition to the description as requircd under the store Rose 
lation , should also be shown in the list on manifest . 


20 


THE GAZETTE OF INDIA : EXTRAORDINARY 


[ PART IISec, 3 (1) ] 


12 . 4 . 3. 


Individual packages loaded in a container aro exempt from the labelling requirements but the use of dangerous 
goods labels on such packages is recommended in case they Deed to be quickly identified in an emergency . 


12.5. 


Stowage of Contajpurs 


12 . 5 . 1. 

Contajnors in which dungorous gouds are loaded shoula goncally be carried and segregated in accordance 
with the stowage requirements laid down in this Code for such goods, c. g . if dangerous gcods which are re 

gujrod to . bostowed on deck are carried in a contener, than that container must also be stowed on dech . 
12 . 5 . 2 . 

Containers jo which dangerous goods are loaded should also be generally segregated in accordance with this 
Code, ſo thoso casos whero such segregation is not possible by virtue of the construciion of ship (c .g . where 
there are no intervening bulkheads on a container deck ) alternativo segregation arrangements may be accopted 

provided the competent authority is suti- fled that an equivalent degree of balety is thereby assured . 
12 . 5. 3. 

Packages of dangerous substances and any otlior goods within the contuiners should be adequutoly braced 
and secured for the voyage . The packages should be looded in such a way that there will be a minimum liheli 

hood of damage to fittings during transportation . Such fitting on packages should be adequately protected , 
12. 5.4 . 

Containers oquipped with refrigerating or heating cquipment, and which givo rise to u toxic and /or inflammable 
hazard should be stowed on deck , they may be stowed and operated under dock provided that adequuto vent . 

lation and other safety precautions, to the satisfaction of the competent authority, are observed . 
CTION 13 - PORTABLE TANKS : 
3 ,1 . 

Applicability and Definitions: 
3. 1 . 1 . 

Applicability 


13.1.1.1. 


13 , 1. 1. . . 


13. 1 . 1 . 3 . 


13 . 1. 1.4 . 


13. 1 ,. . 


The recomiendations of this Section Apply 10 portable tanky ( as defined in 13.1. 2 .1 ) fitted with pressure 
relief devices, intended for the carriage of dangorous liquids. 

Attontion is drawn to the fact that no provisions huve been included in respoct ofany additional fire- fighting 
alprotection moagures or other special equipmcat wbich may be necessary on ships carıying portable tanks . 
Portabic tanks of types oths than those covorod by this section may be considered for the carrjagc ofdangerous 
liquids unior spucial conditions to be prescribed by the competent authority. 
Wagro exceptional hazırds otist for an individual substance, additional requirements may be specified by the 
competont authority. 
For th : purpo ; o of this Siculoa a portabic tank mans a tank lieving a capacity of 450 litres ( 100 gallons ) or 
above for the transport bulk liquids with a vapour pressure of less than 3kp /cm ) - Absolute (43 psia ) at a 
temperaturo of 50°C ( 122°F ) . The tank should not be permamently secured on board the ship and its contents 
should not be loaded or discharged while the tank remained on board . Tbo loaded tank should be capable 
of boing lifted on and off the ship . 
Maximum allowable working pressure is the maximum gauge pressure permissible at the top of a tank in its 
operating position . This pressuro iy based on calculations for overy olement of the vessel using bominal thicknces 
exclusive of: 
( a ) allowances for corrosion , and 
(b ) thickness required for loading other than pressure . 
Start- to - discharge pressure is the value ofstatic pressure below which no bubbling occurs when a pressure relief 
valvais iestad by nan3 ofair uador a speciAcd water seal on the outlet. 


13.1. 2.2 


13.1.2.3. 


13. 1 . 2 . 4 


Toalcontainment presguro is the sum of the vapour pressuro in kp / cm2 (psig ) ata reference temperator at 
the liquid surface as specified by the competent authorities concerned , plus the effect on total pressure of this 
partial pressure cootributed by the prescace of air and other gases in the ullagc space , the luqid expansions as 
dotarmiood by the bulk m :aps roference tomperature , and the effect of the solubility of air and other gages in 
the liqued , plus a minimum dy jamic pressure of 0 . 35 kp/ cm2 ( 5 paig ). Jo no casc should the total containment 
pressure be taken to be less than 1 ,75 kp /cm (25 psic ), where Do RCCC pable data for solubility exists , it 
should acglected . 


13 .11 


Testing and Inspection of Portable Taaks ; 


13 , 11 , 1 , 
13. 11 . ) . 


Such tes s and inspection ; as the competont authority may require should be carried out during construc ion . 
Every portable teok , and all piping , valves and other accessorica thercof which are subjcct to the pressure of 
th : tank contents , oxccpt pressure relief devices, should be tested by complete filling (including domes , if any) 
with water or other liquid having a similar dengity and applying a pressure of not less than 1 - 1/2 times the maxi 

um allowable working pressure . Thc details of the test should be 26 prescribed by the competent authority . 
While uolor posure , the tank should be ſospected for leakage, corroded areas , dents , or oiber conditions which 
indicate wakacss that might reader the tanka u safe for transportation service , and it should not be placed in 
of returned to set vice if any evidence ofsuch unsafe conditions is discovered until the tank cto . hans been 
repaired and the test repeated and passed successfully . 
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13 . 11. 3 


A tank should not be accepted for shipment unless the pressure relieving devices have bect exomined by a 
competent person in the previous six months . A visual and external examination may suffice . However , 
those cargoes which tend to render the devices in operative , the competent authority may required more 
frequentexamination , 


13, 11 , 4 


Tanks and their fitting, thould be insp sted internally and externally with sufficicnt frcquency and with due 
regard to the contents carried , but in case at inte , vals greater than 2 - 1/ 2 yeais , undir conditions picscribcd by 
the competent authority , 


13. 11, 5 


All pressure relief valves should be retested and inspected at intervals of not more than 2 - 1/2 years , with duo 
regard to the contents carrjcd and under cond - ons prescribed by the competent authority . 


13 .11. 6 


Taaks should be re .cstod hydraulically atinlervals of notmore than five years yoder conditions prescribed by the com . 
pitentauthrity . Other types of retestmay be permitted , cxccptionally, as prescribed by the conpetent authorily. 


13 . 12 


Marking the Portable Tanks: 


13 . 12 . 1 


. 


. 


. 


. 


. 


. 


. 


. 


. 


. . . . . . . . . . . . . . . . . . . . . . . . . . 


. . . . 


P 1 


P 


Metalidcntification plate . There should be on every portable tank a rustproofmetal plate permanently attached to the 
lank in a place rapidly accessible for inspection , Upon the plate should be marked by stumping , embossing or other 
means , atleast theinformation indicated below . This plate sloud not be painted so as to obscurc the marking thereon 
Manufacturer s damc . . ... .... ... ..... 

.. . . .. . .. . .. .. . . .. .. . . . . 
Date ofManufacture .. ....... .. .. ... ... .. . .. .... ... .. .... ... ... . ... ....... ....... 
Tank SerialNo. 

. .. . . . . .. .. . . . 

. .. . .. . . . . . .. . . . . . 
Maximum Allowable working pressure ...... ...... 

. .. .. . .. . .,kp /cm2 ( psix ) 
Test pressure .. 

. . . .. . . kp/cm2(psig ) 
Tolalwatercapacity ... .......... , 

... . . . .. ,litres (gallons) 
Maximum Weight of liquids to be carried ............, 

. . (Kilos tons) 
Maximum Gross Weight.. .. 

. .. .. . .. .. .. ,Kilos ( tong) 
Control or permit identification ofcompetent authority 
Hydraulic testdate ........ 

. .. . . . . . . . . . . 
Authority who witnessed the Hydraulic test .. .. .. ... 
Code, rules or regulations (by name or other identification ) under which tankis desigued ..... ........ 


: 


: 


I 


. 


. 


13 . 12 . 2 


Test date and markings : 


13. 12 . 2 . 1 


T : date of th : last hydraulic test and the witnessing authority mark should be clearly stanıped on the metal identifica . 
tion plate specified above . 


13 . 12 . 2 . 2 


The date of thelast visual examination as prescribed by Section 13 . 11 , 4 . should be visibly marked on the tank 
in manncr satisfactory to the competent authority . 


13. 12 . 3 


Specialpurpose tunks, Specja , purpose tanks should be milrked 10 indicate the substanco ilicy are permitted to çarıy. 
Certification of portable Tanks : 


13 .13 


13 . 13 .1 


Acertificate frumun approved inspectingagency afirming that the tank complies with the competcnt authority s req 
yircinent should be filed so as to be ayajlable to that authority . 


13. 14 


Guasta1 Handling precautions for portable Tanks : 


13 14 1 


Following cecommendations and precutions are applicable only for tanks designed and constructed according 

the provision ; showaig this Suction . ( eng . tanks with pressure relief devices ). 


13 , 14 . 2 


Portabictanks should onlycurry liquid cargocs which are specificallyauthoried by the competent authority of the co . 
yatry concerned . 


13 . 14 . 3 


It is also cnVisaged that in duc course the entry of each individual substance in the Dapgerous Goods Code willindicato 
whether that substance may be carried in portable tank and what type of tank is rcgulicd . 


13 .14 . 4 


It is also cnvisaged that the Dangerous Goods Code will give individual requirements for the stowage of such substances 
in portable tanks and willindicate any diffcrences between their stowa gc and that ofapproved packing . 


13 . 14 5 


U il such time as th : amondo :nts to the Code have been complcted stowage of portable tanks should be as recom 
Dended in 13 . 15 . 


13. 15 


Stowage of Portable Tanks : 
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13 . 15. 1 . 


Porable tanks should be towed in accordance with the provisions of Section 14 of the Code except that the position of 
stowige should be in accordance with the following tables : 


- 


- 


IMCO Call 


Passenger Ships 


Cargo Ships 


ondeck 


under deck 


on deck 


under dock 


Explosives 


Gases 


Infam nablo 


3. 1 


permitted 


liquids 


3 . 2 


ponibile 
prohibited 
permitted 


1 ) 


prohibited 
prohibited 
prohibited 


permitted 
permitted 


prohibited 
prohibited 1 ) 
permitted 


3. 3 


1 ) 


Inflammable solids 


4 . 1 


Spon : ageously combustible 
substances 
Substance dangerous when wet 
Oxidiziag substances 
Organic peroxides 


4 .2 
4 . 3 
5 . 1 


prohibited 
prohibited 
prohibited 
prohibited 


prohibited 
prohibited 
prohibited 
prohibited 


prolibited 1) 
permitted 3) 
permitted 3 ) 
prohibited 1) 


prohibited 
permitted 
permitted 
prohibited 


1) 
1 ) 


3) 
3) 
1) 


5.2 


Poisons 


prohibited 


p . ohibited 


permitted 

3 ) 


permitted 


Radioactive substances 


Corrosives 


permitted 


permitted 


permitted 


permitted 


Ml,c . Dingerous Subtances 


permitted 


permitted 


permitted 


permitted 

3 ) 


3) 


- Go 


notapplicable 


1. cxccpt under specialconditions to be specified by the competentauthority. 
2 . if nothaving poisonous o - similar pop -stics shown by a secondary label. 
3 . under conditions to be spec .fied by the competent authority . 


13 , 15.2 


Tabloin 13 .15. 1 applies to portable tanks containiag liquids only . It docs not apply to such tanks containing 
solids ( also iſ dispersed or wetted ) gascs or liquified gas¢9 . 


13. 15.3. 


Where the individual entiy for a substance in the Codeit more restrictive than the table with regard to stowage 
the individual entry should apply . 


13 . 15 . 4 


If a portable tank is to be shipped containing a liquid for which the individualeniryshows one or more sccon 
darylables, due consideration should be given to all properties of that liquid and slowagc should bcarranged 
accordingly . 


13, 155, 


Portable tanks found to beleaking or significantly damaged so as to possibly affect the integrity of the tank 
Or is liſting and securing arrangements should not be accepted for shipment. 


13.15.6. 


Portable tanks 11 aving residue of loading adhering to the outside of the talks should not be accepted for slip 
most ugless cleaned and found to be satisfactory , 


13 .15.7. 


Portable tanks should not be overstowd unic38 they are carried in specially designed ships and unless they 
are spucially protected to the satisfaction of the competent authority. Due attention should be paid to 
Soction 13. 9 . 1 . 2 . 


13,15 . 8 . 


Portabil tanks should not be accepted for shipment in ullage condition liable to produce an unacceptable 
Jiydraulic force due to surge within the tank . 


13 . 15 ,9 


Portable tanks should not be accepted for shipment, 
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- 


- 


- 


- 


- 


- 


- 


- 


- - 
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= 


= 


= 


13. 15 . 9 . 


Longty tanks pot gas free should comply with the sono provisions as tanks filled w th their previous produc . 


13.16 


S : gregation of Portable Tanks : 
Portable anks con aining dangerous liquids should be .cgrcgales in clorLance with the In crnationalMaritime 
Dangerous Goods Codo (Sce Section 15). 


13.17 
13. 17. 1 


Securiag of Portable Tanks. 
In addition to the usual securing means provided foi traspor .ation , additional securing many , satisfactory 
to the competont Authority and the magler of the vessel, may be required in order to enyure more throughly 
against yig adicantmovement of the portable tanks during the sea voyage . 
In determining the adequacy of the securing devices, themotions a od uccelerations of 13,2 .7 should be assured . 
Sp .cial lastruction displayed on the tanks should be observed . 


13,17.2 
13 . 17 . 3 
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